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—PRECAUTION

e This unit must be kept away from the following places since electronic components are
vulnerable to those conditions.

1. Direct and strong sun light.

2. Near to heater, or place of excessively high temperature.
3. Abnormal change of temperature.

4. Excessively humid or dusty.

5. Salt or chemicals.

e Toclean the unit, put a very little oil or water on a soft cloth and wipe the outside of the
unit. Do not use thinner, petrol, alcohol or white spirit.

e Take out batteries from the unit when you stop knitting for a long time or you carry the
unit to a distance. :
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NAMES AND FUNCTIONS OF PRINCIPAL PARTS
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1. Select Lever....................... To set for 1/2 or 1/4 scale depending on the pattern used.
S U o] R S S R O oo Indicates row gauge.’
£ Indicates rows knitted and covers up to 999 rows.
R Indicates battery must be changed.
3. Change Lever.................... To set the selected number corresponding with the number of rows

to move the Carriage for one row of finished knitting. This fumction is
used to knit Double Jacquard, Multi-coloured Jacquard, Multi-
coloured Slip Stitch or Intarsia with Electronic Intarsia Carriage.
Usually set at 1.

4. Step Light:....oxaaaanss Blinks when setting Change Lever at 2 ~ 5 and shows a step of the
Carriage movement to knit one row of finished knitting.
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5. Pause Key.........cccocevueunene

6. Reverse Key..........ccccceunee.
7. Reset Key......coooevvvveeinen.
8. Plus Key.......cooovvivenrrnnns

9. Minus Key.......cccccvervruenne.

10 Setikey.. 0. 2haa oI
11. Connecting Cord.............
12. ON/OFF Switch................

16. Paper SIot........o- i
17. Stitch Scale

To lock pattern paper feeding. (Number on display disappears)
To unlock pattern paper feeding. (Number appears on display)
To blink Step Light in the reverse order.

To reset row number to “0".

a) To set number of rows measured on the tension swatch.
Every time key is pressed, number increases by 0.5 points
e.g. 10.0, 10.5, 11.0, 11.5. ,

b) To transport pattern paper forward.

a) To reduce number of rows by 0.5 points if necessary.

b) To transport pattern paper backwards.

For setting and memorising number of rows required.

To connect Knit Contour to machine.

To switch unit ON or OFF.

If unit is switched on, display shows “0".

To move pattern paper manually forward or backwards.

To hold stitch scale in position.

To hold pattern paper in position.

To insert pattern paper.



ACCESSORIES

Q Connecting Cord: To connect Knit Contour to the
machine.
== —c (=

r
. Knit Pattern Set: The following pattern styles are supplied.
““““ 1) Lady’s pullover 1/2 scale — use stitch scale h4 ~ h14,
” 2) Lady’s cardigan 1/2 scale — use stitch scale h4 ~ h14.
3) Man'’s pullover 1/4 scale — use stitch scale Q1 ~ Q6.
4) Child's cardigan 1/2 scale — use stitch scale h4 ~ h14.
Blank Pattern Paper Set (1/2 scale, 3 pieces): To draw your own
patterns.
Note: a) One small square on pattern paper equals 5mm. in actual
size.
b) Use stitch scale h4 ~ h14.
Blank Pattern Paper Set (1/4 scale, 3 pieces): To draw your own
patterns.
Note: a) One small square on pattern paper equals 1cm. in actual
size.
b) Use stitch scale Q1 ~ Q6.
\




STITCH SCALE

h4 | h5 | h6 | h7 | h8 | h9 | h10| h11| h12| h13 | h14 Q1 | Q2| Q3| Q4| Q5| Q6
15 - 121 23| 27| 31| 35| 39 | &3 | 4 9 11 (13 |15 |17 |19
155|175 195|215| 24 | 28 | 32 | 36 | 40 | 44 | 48 957 115/135|155 (175|195
18- 48 -20-1-22 25 | 29| 33| 37 | 41 | 45 | 49 10 |12 (14 |16 [18 |20
16.5| 185(205(|225| 26 | 30 | 34 | 38 | 42 | 46 | 50 10.5|125| 145|165 | 185| 20.5

1/2 Stitch Scale Set (11 pieces)

Scale marking h4 ~ h14.
(“0” position on left side)

Stitch gauge between 15 ~ 50 stitches.

Note: These scales can only be used with 1/2

scale patterns and are mostly used
when knitting with fine yarns.

1/4 Stitch Scale Set (6 pieces)

Scale marking Q1 ~ Q6.
(“0” position at centre of scale)

Stitch gauge between 9 ~ 20.5 stitches.

Note: these scales can only be used with 1/4

scale patterns and are mostly used
when knitting with thicker yarns.




PLACING BATTERY

1. Turn Knit Contour upside down.

2. Remove battery lid by pushing lock “A”
in arrow direction.

3. Place 4 batteries in battery compart-
ment. Ensure + sign on battery faces
correct way.

4. Replace and lock battery lid.

Note: Take out batteries from the unit
when you stop knitting for a long
time or you carry the unit to a
distance.




CONNECTING KNIT CONTOUR TO THE MACHINE

Connect the plugs of the connecting cord
to Knit Contour and the machine.

Note: As two plugs are identical, no
special care need be taken when
connecting Knit Contour to the
machine.




PREPARATION FOR KNITTING
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TAKING TENSION GAUGE

Knit and measure a tension swatch following
instructions of Knitting Manual or Instruction
Book coming with the machine.

Note: In case of knitting Double Jacquard, Multi-
coloured Jacquard, Multi-coloured Slip
Stitch or Intarsia with Electronic Intarsia
Carriage, the way of measuring the ten-
sion swatch is different from the above.
Measure the right side of the swatch as
shown below.

(1) Place a ruler along stitches on the
same row at the center of the swatch
and count the number of stitches
within 10cms.

(2) Place a ruler down a row vertically at
the center of the swatch and count the
number of rows within 10cms.

Don’t use a Gauge Scale coming with the
machine.



SETTING ON/OFF SWITCH, SELECT
LEVER AND CHANGE LEVER

1.
2.

Switch “A” in “OFF” position.

Set select lever “B” to :

“1/2” when using 1/2 scale patterns.

“1/4” when using 1/4 scale patterns.

Note: The select lever can only be set when
switch is in “OFF” position.

. Switch “A” in “ON” position.

Display shows “0".

Set Change Lever “C” at the selected number.
Usually set at 1.

In case of knitting Double Jacquard, Multi-
coloured Jacquard, Multi-coloured Slip Stitch
or Intarsia with Electronic Intarsia Carriage,
set at 2 ~ 5 referring to page 18.



INSERTING PATTERN PAPER

1. Select stitch scale with the number equal to
that measured on the tension swatch.
When using 1/2 scale patterns, select from h4
~h14 set.
When using 1/4 scale patterns, select from Q1
~ Q6 set.
Insert the selected stitch scale with the num-
ber selected facing you into the clips.
Push the stitch scale firmly into clip ensuring
that scale is straight.

2. Raise paper stand “A” towards you atan angle
of approximately 60 deg.




Feeding Dial

3. Insert selected pattern paper into the paper
slot located between stitch scale (in front) and
paper stand (at the back).

Turn feeding dial slowly towards you (in arrow
direction) ensuring that the horizontal lines on
pattern paper are parallel to the stitch scale.

If horizontal lines are not parallel to the stitch
scale, check

% that stitch scale is inserted correctly.

% that pattern paper is inserted correctly.



4. Turn feeding dial “B” slowly until HORIZON-

g TAL LINE “C” on pattern paper is in line with

s C Centre - stitch scale.

\ =l s

o S 5. Stitch Scale Alignment.

o ‘ Mo S * When using 1/4 scale and pattern, move

e, Wik I, B g e, o scale either to the left or right until the
! CENTRE VERTICAL LINE of pattern pa-

) per is in line with the “0” of stitch scale.

* When using 1/2 scale and pattern, move
scale either to the left or right until the LEFT
VERTICAL LINE of pattern paper is in line
with the “0” of stitch scale.

MEMORISING ROW GAUGE

1. Switch “A” in “OFF” position to clear memory.
Note: All previous settings are cancelled auto-
matically.

2. Switch “A” in “ON” position.
Display shows “0”".




3. Press Set Key once, display shows:
— left side garment.
— right side figure “0.0"
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4. Press Plus Key once, display shows figure
“10.0".
To set required row gauge you either press
—4 key.

— as many times as required until you reach
O correct figure.
0 — continuously until you reach correct figure.

Note: With the Minus Key “B” you can reduce

PAUSE REVERSE O
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number of rows.

i 5. Press Set Key once, display shows “0”.

Row gauge is memorised.

PAUSE REVERSE O Lt B Note: After memorising row gauge, pattern
@ 0 0 0 0 0 ' paper should only be moved with Plus
Key or Minus Key.
Row gauge can only be changed by

switching unit off and reprogramming
starting from step 1.

6000
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STARTING TO KNIT
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1. Reading the contour line

Read the number of stitches required, for cast-
on, off the stitch scale where the vertical con-
tour line meets the stitch scale line.

Depending on stitch scale reading, push
required number of needles on both sides of
centre “0” on Needle Bed to B position.

Note: Should the vertical contour line come
between two lines on scale, always take
the higher number.

. Waste Knitting

Press Pause Key, figure “0” on display
disappears.

Pattern Paper feeding and row counting on
display are locked. Thread waste yarn into
yarn feeder and knit required number of rows.

. Garment Knitting

Press Pause Key, figure “0” appears on dis-
play. Pattern Paper feeding and row counting
are unlocked.
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. Remove waste yarn from yarn feeder.

Thread main yarn into yarn feeder.

. Knit front up to armhole“‘A”, following the

contour line.

Note: Everytimethe Carriage is moved across
the Needle Bed, pattern paper is fed by
1 row and row number on the display
changes to the next.

. Armhole (decreasing stitches)

Knit 1 row, check stitch scale, decrease re-
quired number of stitches on the Carriage
side. Continue to knit and decrease where
necessary until you reach neckline “B”.

. Neckline (first part)

Divide neckline into left and right side.
Starting from centre, push all needles oppo-
site the Carriage from B to D position.

Set the Russel Lever of the Carriage to I.

Continue to knit first part of neckline and
decrease where necessary until you reach
shoulder line “C”.

Cast off with waste yarn.



B 8. Neckline (second part)

Press Minus Key and return pattern paper to
the beginning of neckline “B”.

Knit second part of neckline decreasing where
necessary until you reach shoulder line “C”.
Cast off with waste yarn.

p Note: Any position on the pattern can be pro-
grammed. Keep pressing Set Key and
then press Minus Key.

Press Minus Key to return pattern paper
and it stops at the programmed position
automatically.
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9. To knit back
If same pattern is used as for front, press
D Minus Key to return pattern paper to starting
I / line “D”.
R Note: Pattern paper stops automatically when
row number on the display reaches “0”.

e e 8 i If starting line “D” of pattern paperisnotinline
00D 0 @ with stitch scale, adjust pattern paper manu-
ally using feeding dial “E”.
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