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Volume 17, No. 3

knitki
knitking editorial

It's thirty years since KNITKING introduced home
knitting machines to the American consumer. Their
efficiency seemed magical at that time... but all
they knitted was basic Stockinette stitch. Yarn
was laid on the needles by hand and manual selec-
tion was necessary in order to make any kind of
fancy stitch... Ribbers, Color Changers, Charting
Accessories, Transfer Carriages etc. had not yet
been invented. Machine knit Patterns were non-ex-

TABLE OF CONTENTS PAGE NO. istent so most of the garments made were from con-

verted hand knit patterns.

DK 1054 - Woman's Pullover, Hat, Mittens Demonstrating and selling knitting machines in the
and Scarf P 3 14 old days was much more complicated and difficult
7 than it is with the marvelous automatic, program-
DK 1055 - Woman's Pullover . . . . . . 15 med, computerized knitters of today. Consequently
DK 1056 - Teen Age Pullover . . . . . . 16 knitting machine owners were few and far between
? and Seminars were acknowledged as events for con-
DE 1058 = Noman's Vesk.l . i .o o o isps 18 sideration in the future:
DK 1058 - Moman's Pullover . . . . ... 19 The fut i Sy solls .
. e future is now an eminars are taking place
KK 1059 - Child's Pullover . . . . . . 21 every month in various parts of the country and
KK 1060 = Ch11d's Pullover . . . . . 22 :rom regorts we receive, some of them ?re :xcel-
. ent. ome are used entirely as vehicles for pro-
KK 1061 - Child's Pullover . . . . .. 23 moting a particular brand of knitting machine and
DK 1062 - Woman's Sleeveless Pullover . 24 somg a:e not as ﬁgu?ational or adv??ced as some
" participants wou ike... Generally speaking
HP 1063 - Man's Pullover . . . . . .. 25 however, Seminars are of great value to knitting
0K 1064 -~ Moman's Jacket . . . . .V. . 26 machine owners... It is always of greater benefit
to see a technique or skill demonstrated and be
DK 1065 - Teen Age Pullover . . . . . . 27 able to ask direct questions than it is to follow
DK 1066 - Woman's Pullover. . . . . . . 28 written instructions... Knitting machine Seminars
" are also a great medium for meeting people with
DK 1067 - Woman's two piece Dress . . . 30 similar interests, for making new friends and gen-
KK 1068 - Child's Pullover & Pants . . 32 erally having a good time.
DK 1069 - Woman's Robe or Housecoat .’ . 33 Visitors to our KNITKING premises in Los Angeles
DK 1070 - Woman's Punch Pile Jacket . . 34 will tell you that it looks as though we are con-
: ducting Seminars six days a week, our School is
DK 1071 - Woman's Jacket . . . . . . . 35 always so crowded. We actually only have one Sem-
DK WOTE T NoNEN 2T 0aEkEL T U U 36 inar a year and it's a big one... This year it
; will start on Monday, October 11th and run through
DK 1073 - Woman's Cardigan . . . . .. 37 Saturday, the 16th... Obviously, as the oldest
DK 1074 - Woman's Jacket & Skirt . . . 39 and most respected name in knitting machines and

service, we are expected to put on the best show..
and that is what we intend doing again this year.
Please plan to be with us.

THE LINKER IS BACK

Several years ago we introduced the Bellinky
Linking Machine to the U.S. market. It proved to
be the ideal tool for the fast, accurate seaming
of knits and we sold a lot of them. Unfortunately
after approximately 3 years the manufacturers
withdrew it from the market claiming that it was
too expensive to produce and they were losing
money on it. " Since that time we have received
many hundreds of enquiries for this excellent tool
and have encouraged its reproduction. We are

now happy to tell you that we have it once more.
It is being made by another company but is exact-
ly the same in design and only slightly higher in
price. We are having it made in the KNITKING

Publisher: KNITKING CORPORATION, 1128 Gren- name and it will be known as the KNITKING LINKER.
shaw Bivd, Los Angeles, Calif. 90019. Telephone: Our first delivery will be in late June and in-
(213) 938-2079. Published bi-monthly. Subscriptions: itally supplies will be limited so be sure to
USA-$18.00 annually, single copies $4.00. $21.00 place your order early.

all other countries. The entire contents of KNITKING

MAGAZINE are copyright and must not be reproduced

in any shape or form without the express permission, A

in writing of the publisher. “COPYRIGHT 1982 by
KNITKING CORPORATION.
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Chart Symbols

Size Symbols
(2nd Size)

3rd Size
Color Number

Cast on
Stitch
Row
Hem
Bind off

Stockinette stitch — worn on
the Knit side.

Stockinette stitch — worn on
the Purl side.

Knit 1, Purl 1 Ribbing

Ribbing Pattern — worn on
the Knit side,

Ribbing Pattern — worn on
the Purl side.

Closed Dart

Open Dart

Put on a stitch holder
Reverse 1 section

On every other needle

Number of Rows between
Shapings. Make increase (or
decrease) FIRST, then knit 4

rows. For example: 3 x 1

means decrease (or increase) 1
st., knit 4 rows; decrease 1 st.,
knit 4 rows, decrease 1 st.,
knit 4 rows; decrease 1 st.,
knit 4 rows. All decreasing (or
increasing) without row num-
bers as shown must be shaped
on every 2nd row,

o fw A B

Increase

Increase 2 sts. With a transfer
tool, move the sts. over .the
left (or right) leaving 2 empty
needles at the point of in-
crease. At the increase point,
move 1 st. to the left, (or
right) so that there is an
empty needles on each side of
a stitch. On each side of the
center stitch, pick up a stitch
from the row below and hang
it onto the empty needle.

3 stitches on 1 needle. The 1st
and 3rd stitch in a group of 3
has been hung on the 2nd or
center needle.

Short Row increase or de-
crease; for instance on a flared
skirt knitted sideways.

Pattern Stitch

Pattern Stitch — worn on the
Knit side,

Pattern Stitch — worn on the
Purl side.
Repeat
| = Front
Il = Back
Il = Sleeve
IV = Skirt Front
V = Skirt Back
vl = Collar
Vil = Pocket
Vil = Band
IX = Belt
X = Cuff
X! = Pants Front
X1l = Pants Back

Pattern Symbols

Finishing — Chart Symbols

sl <

Match numbers on section for
assembling.

Ease
Fold Line

Turn to the wrong side and
hem.

Stitch Symbols

k] & [ X[

430

Needles in holding position
Needles back into working
position.

Empty needle (leave in work-
ing position)

Needle not used (in the out of
work position).

Two stitches on 1 needle,
either transferred from the
right side or the left side, then
put into holding position,

Needle holding 2 stitches.
Stitch has been transferred
from the RIGHT.

Needie holding 2 stitches.
Stitch has been transferred
from the LEFT.

Center of garment section

-




General Instructions

HOW TO READ THE CHARTS AND INSTRUCTIONS

There are 3 sizes given for each Pattern in KNITKING MAGAZINE.
Above each Chart for the different sizes, you will see that the
first and smaller sizes might be shown as 8/10, the second size
as (12/14) and the third as [16/18]. Check the measurements at
the bustline and hips on the Charts to be certain that you will
knit the correct size, remembering these are ACTUAL measure-
ments of the completed section and that there must be a bigger
allowance at the bustline and hipline for a Jacket or a Coat
than there would be for a fitted dress or a fitted blouse or
pullover. The question in your mind should be "How do I want
this garment to fit...?"

When you have chosen the size you need, you can follow the
Charts as shown. You will notice that where the shapings are
the same FOR ALL SIZES, only 1 set of shapings will be shown
on the first Chart and if you are knitting the 2nd or 3rd size,
you simply follow the shapings as given for the first size. If
the shapings are different, this will be shown on the Charts
and you should follow them as given.

On the Charts, increases and decreases will be shown as follows
5x1
The number in the box means number of ROWS between
the shapings, while the 5x1 above the box means - 1SR iR . .
so you will increase or decrease 1 st. every 6th row 5x.

ARMHOLE SHAPINGS - NECK SHAPINGS - SHOULDER SHAPINGS - are made
on every 2nd row UNLESS there is a number in a box along side
or below the shapings. The rule is... where there is no box
with a number, the shaping is made on every 2nd row.

THE PRINTED INSTRUCTIONS

You can follow the printed instructions or use them in combin-
ation with the Charts . Where there is any question in the
printed instructions, you have the Charts to show you how the
section will look.

The 3 sizes, with the different amounts of cast on stitches
and the different shapings will look like this...
Cast on 124 (136) [148] sts. You will

Cast on 124 sts. for the first size.

Cast on 136 sts. for the 2nd size.

Cast on 148 sts. for the 3rd size.
The important thing to remember is that you MUST READ AHEAD so
that you KNOW what to do for the size you are knitting. Some-
times where the number of stitches are the $ame but the number
of times different, you will find shapings like this...
3 sts. I1x (2x) [3x], 2 sts. 1x (2x) [3x], 1 st. 3x (4x) [5x].
As you see, you MUST read ahead in order to follow the in-
structions as given for YOUR SIZE. The rows will be different
for the different sizes in some cases... Shoulder and Neck
shapings usually are worked at the SAME TIME for the back sec-
tion - so watch for the words AT THE SAME TIME.

HOLDING STITCHES ON THE LEFT SIDE WHILE SHAPING THE RIGHT SIDE
When knitting a section of garment in stockinette stitch, it
is easy to hold the stitches on the left side while knitting
the right half, but when knitting a Pattern Stitch such as

a Norwegian Design, a Holding Position Design, Weaving, etc.,
you should use the following method. For the NECK SHAPING,
we tell you to bind off the center sts., put the needles on
the left into holding position and complete the right half
first.... so with a strand of contrast yarn, knit ALL of the
left side stitches manually by hand, pulling each stitch back
against the needle bed to the OUT OF WORK position. When the
right side is completed, carefully pull the stitches held on
contrast, forward into working position and as you do so, un-
do the contrast yarn, line up the needles (KNITKING AM 3
machine owners, put the stitches under the sinkers) and

complete the left half. o
If you own a Japanese machine, you may find that when knitting

the right half with the left side held in this way, the sinker
plate will mark the left side while you are knitting the right
half. To prevent this marking, you can tape a piece of paper
over the knitting, underneath the sinkers, or if you own a Re-
versing Bar, you can hang this onto the Sinkers while you are
knitting the right half. When hanging the Reversing Bar, be
sure the eyes of the bar go BETWEEN the Sinker Posts on the
upper part of the bar so that the tips of the bar only - show
above the needle bed.

FULL FASHION DECREASING OR INCREASING

for Stockinette stitch, always use the Full Fashion method for
increasing or decreasing.

TO DECREASE: Hang the 3rd stitch onto the 2nd stitch then move
the stitches in to fill the empty needle.

Mgve the 2 end stitches 1 needle outward, then
pick up the 3rd stitch from the row below and
hang it onto the empty needle.

TO INCREASE:

FINISHING: Block all sections. For PULLOVERS, JACKETS, and
DRESSES: Join front to back at sides and shoulders. Sew
sleeves together and set in. Hem lower edge and sleeve edges
if needed. For a double neckband or armhole band, sew 1 edge
to the inside and 1 to the outside of neck or armhole. For a
single ribbed band, sew 1 edge to the outside of neck or arm-
hole edge. For a cardigan or jacket with buttonholes, finish
buttonholes and sew on buttons.

PANTS: Join front to back at sides. Sew inside leg seams,
then join center front and back. Make hem at waistline and in-
sert elastic. Hem lower edge of pants legs.

THE SAMPLE SWATCH

Before you begin to knit any garment, you will need to knit a
sample piece using the yarn you have chosen for your garment,
so that you can check the stitch and row gauge which must mea-
sure the correct number of stitches and rows in 5 cm (2 inches).

For each Pattern in KNITKING MAGAZINE, we give you 3 tension
numbers to work from and if you use the specified yarn for the
garment, you should be able to get the correct stitch and row
gauge using one of these numbers. Here is a very easy way to
make your sample swatch and count the stitches and rows without
actually counting, by using our KNITKING Converta Tape.

Supposing the Tension Numbers for the Stitch and Row Gauge are
given as 5 to 7. Set the Tension Dial to the first number
which is 5. With contrast waste yarn, and using the quick cast
on method, cast on 60 stitches and knit 10 rows. Change to
garment yarn and turn the Row Counter to 0. Knit 30 rows.
Counting from each end, knit the 10th stitch on each side by
hand with a small piece of contrast yarn. Leave the needles in
working position and knit 30 rows (Row 60), then knit 4 rows
with contrast waste yarn. Turn the Row Counter to 0 and the
Tension Dial to 6 and with garment yarn, knit 30 rows. Mark
the 10th stitch on each side as you did before, knit 30 rows,
then 4 rows with contrast waste yarn. Turn the Row Counter to
0 and with Tension 7, repeat the above once more, ending with
10 rows of contrast waste yarn. Remove the work from the ma-
chine by passing the Slide across the needles without yarn
(sometimes called 'dropping').

Pull and stretch the sample piece both lengthwise and diagon-
ally from corner to corner, then lengthwise again. Do not
count the stitches and rows immediately, but allow the sample
to rest for several hours or even over night. This will allow
the stitches and rows to return to their basic form.

When your sample has rested and you are ready to count the
stitches and rows, the KNITKING CONVERTA TAPE will do the
counting for you without any counting on your part.

Use the Tape as follows:

Measure the stitches with the TAPE, BETWEEN the 40 stitches
marked with contrast waste yarn. Push the SLIDE so that
the LEFT EDGE lines up to this exact measurement. Now look
down along side the SLIDE and find the number 40 on the
TAPE. The number directly opposite on the SLIDE will be
your Stitch Gauge to 5 cm (2“5. To find the number of rows
in 5 cm (2"), place the TAPE to measure over the 60 rows,
push the SLIDE to this number with the left edge lined up,
the look for the number 60 on the TAPE and directly oppo-
site this will be the number of rows to 5 cm (2")

If you do not own a KNITKING CONVERTA TAPE, you must mark
a 5 cm (2 inch) square in the center of the knitting, then
count the number of stitches and rows within the square.







