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HOW TO USE YOUR MACHINE
1 SETTING UP YOUR MACHINE

—
¢ ‘ | I
Tension Rod
Tension Row Counter C
S !
Yarn Rest

Tension Rod Stand

A\ N
Raise the Carriage
Handle.

Set the Row
Counter into

Insert the Tension Rod Stand into
the centre hole.

Pull out the Table Clamp and
turn it until becomes vertical.
* You can replace the Table
Clamp in the reverse way. Fasten the Table Clamps.




2 MACHINE

Tension

Rear Yarn Guide

Yarn Clip

Part Lever

Rear Rail

Yarn Rest NEEDLE
Latch Stem Butt
Hook
Stitch Tension Dial l
st Holding Cam Lever
3 ACCESSORIES
(—>

Transfer Tools
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Needle Pusher
Claw Weights (}3

Silicone Oil

Latchet Tool

Tapestry Needle



TENSION DIAL

1 1

-

This dial is graduated from 0 to 10. With this dial
you can alter the size and tension of your stitches.
0 is the tight tension (i. e. the smallest stitch) and
10 is the loosest tension (i. e. the largest stitch).
You should adjust the dial to a higher or lower
number according to the thickness and type of
yarn you are using.

Lower tension knitting  Higher tension knitting

Weight of yarn gie:losl':;ftlienl;ded Tension
380 m/100 g 1-3
220 m/100 g 4-6
160-m/100 g 7-9

As there are so many different types of yarn, it is
impossible for us to tell you which Tension Dial
Setting you should use. You must decide for your-
self which is correct for your yarn by working
sample swatches. Use the information above as a
rough guide only.

PART LEVERS AND HOLDING CAM LEVERS

Part Lever

N For normal knitting. When the Part Lever
is set at N, needles at B, D, and E positions
are knit,

P For skip stitch pattern and multi colour
skip stitch pattern. When the Part Lever is
set at P, needles at D and E positions are
knit,

Holding Cam Lever

N ..... For normal knitting. When the Holding
Cam Lever is set at N, needles at B, D, and
E positions are knit.

| BT To knit neck line, or for partial knitting
and pull-up stitch pattern. When the Hold-
ing Cam Lever is set at H, needles at B and
D positions are knit.

The right Lever works when the Carriage moves rightward.
The left Lever works when the Carriage moves leftword.



PREPARING THE YARN

When you are new to machine knitting, you are advised to start with new yarn which is smooth and of

reasonably good quality.

( N Pull the yarn from the
center of a ball.

(- J

You had better rewind the yarn using the wool
winder, if you can get it.

CAST-ON COMB

If you are using more than 65 needles you will
need both pieces of the Cast-on Comb, push them
together as illustrated.

RUBBER WHEELS

Before you knit, always make sure that the centre
two rubber wheels are in non-working position
and outer ones are in working position,

Only when knitting intarsia, put the rubber
wheels into reverse positions (refer to page 49).

5 . )

Coned yarn is available
from some shops, this
has been  specially
wound ready for ma-
chine knitting. Use the
yarn from the outside
of the cone. -

—




GATE PEG

You need to choose the proper Gate Pegs accord-
ing to the yarn (see the chart on page 5).

Changing the Gate Pegs

1

CCCCTCTTTTTTTITITITTI NSNS

Arrange all the needles at A position. Push the buttons on the rear side of the Gate Peg
* You can't change the Gate Pegs while the knit- and pull it to remove.
ting is on the machine.

Fit in the proper Gate Pegs from the left side in order that centre needle number is 0 and the end needle
number is 110 (in case of 4.5 mm pitch) or 55 (in case of 9 mm pitch).

When using 9 mm pitch Gate Pegs, you use each When using 4.5 mm pitch Gate Pegs, you use all
other needles. the needles.



5 START TO KNIT (Tension Swatch)

We will knit the tension swatch as a practice. The tension swatch is the basis for calculating the number of
stitches and rows required. The swatch is a sample piece knitted in exactly the same way as the finished
garment will be knitted. This example shows the tension swatch for 1 LADY'S SWEATER (page 14)
(stocking stitch).

Please prepare two yarns.

Main yarn: yarn to knit the garment

Waste yarn: different coloured yarn, you can use end of ball pieces for this, in a similar weight.

1 Thread the yarn in the order as shown

@ Making sure the yarn is free flowing. Pass it
through the Rear Yarn Guide sliding through
the eyelet.

@ Hold the yarn as shown and pull it down so
that the yarn goes under the Tension Pin.

@ Lay the yarn over the Yarn Guide Hook and
slide into Loop. Take-up Spring

@ Holding the yarn in one hand, pull the Take-up
Spring down and hook the yarn into the Loop.

Yarn Guide Hook

® Clip the yarn under the Yarn Clip until it is @
needed for knitting.

@ Set the arrow mark according
to the thickness of yarn.
» +380 m/100 g (Weight of yarn)| |
»4220m /100 g
»— 160 m/100 g

Thread the waste yarn into the left-hand Ten-
sion Unit in the same way.

|
Yarn Clip

2 Arrange the needles

1 Y Push the required needles to B position with the
‘, flat side of the Needle Pusher, 20 needles each side
" of the centre — 40 needles in all — are needed for
1 this tension swatch.
1 " 0"
WY AANA)
,
[ |
20 20




3 Pull the Carriage across the

needle bed:-

W Move the Carriage across the needlebed a few
times to align the needles, ending with the Car-
riage on the left. Make sure the Carriage clears the
end needle before you move it back in the other
direction.

J

4 Take every other needle back to A position

~

t

>

~

»

5 Set the Carriage:-

Set the Tension Dial according to the thickness of the yarn. *Refer to
p. 5. *(In this example, 6)

L_part Lever ... N (normal knitting), the Part Levers on each side of the
Carriage towards the back.

Holding Cam Lever ... N (normal knitting), the Holding Cam Levers on

each side of the Carriage towards you.

6 Set the Row Counter to 000 by turning the dials in the
direction shown on the Row Counter

Take the main yarn out of the Yarn Clip, holding
it with one hand about 30cm from the end and
the other hand 10cm from the yarn end, push it
to the back of the Yarn Feeder as shown.




8Holding the yarn end gently, slowly pull the Carriage across

the needles to the right.

-
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Once you feel the needles catch the yarn, you can
release the end of yarn.

The yarn is caught on the needles in B position.

9 Hook the Cast-on Comb over the loops

5

\

Hold the Cast-on Comb with the hooks facing the
machine and hang it over the loops evenly at the
same time lift the yarn between the Carriage and
needlebed over the Cast-on Comb as illustrated.

Hook the loose yarn under the Yarn Clip on the
Cast-on Comb.

If the needles come out of B position because yarn
tension is too tight, push them back to B position.

Hang the Claw Weight onto the slit of the Cast-on
Comb.



1 O Bring forward the empty needles to B position using the
flat side of the Needle Pusher

—

Don’t forget to bring forward the end 20th needle
to B position.

17 Continue knitting until the Row Counter reads 010

i

~

Make sure the Carriage
clears the knitting before
you return it.

.

Ensure that you knit at an even speed — this gives
an even tension.

J

12 Knit two rows in waste yarn

.

Yarn Rest

1) Take the yarn out of the Yarn Feeder and
hook it onto the Yarn Rest.

*Yarn in right-hand Tension Unit is hooked onto
the Yarn Rest at the right-hand side of the ma-
chine, and yarn in left-hand Tension Unit is
hooked onto the Yarn Rest at the left-hand side
of machine.

2) Take the waste yarn out of the Yarn Clip on
the Tension Rod and thread the waste yarn
into the Yarn Feeder. Knit two rows. Row
Counter reads 012. Cut the waste yarn and
place into the Yarn Clip on the Tension Rod.

10




Re-thread the main yarn. To avoid loops at end of work,
take up any slack by pulling the main yarn back through
Tension Unit. Knit 15 rows. The Row Counter reads 027.

027

1 Cut two pieces of waste yarn (approx. 10 cm) to use as
marker threads and place them onto the needles

1) Bring forward 11th needle on each side of centre
to E position. Hook a short piece of waste yarn
onto the two needles and make a stitch by bring-
ing back the needles to B position.

@El Knit 15 rows in main yarn. The Row
Counter reads 042.

\ -/

15 Knit two rows in waste yarn (Refer to step 12)

@@@ The Row Counter reads 044.

16 Re-thread the main yarn and knit 10 rows

g@@ The Row Counter reads 054,

11



17 Remove the knitting from the machine:-

~

p

= /
Remove the Claw Weights and the Cast-on Comb.
Take the yarn out of the Yarn Feeder and cut it.
Put the main yarn into the Yarn Clip on the Ten-
sion Rod.

(" N

~ J

After releasing from the machine the tension
swatch is often stretched sideways, pull it length-
wise 2 or 3 times to release stretch.

18 Press the swatch:-

-

=

.
Move the empty Carriage slowly across the needles
holding the knitting in one hand to release the
knitting.

_J

R )
Pat the swatch lightly with your palm to make it
even.

Press the swatch according to the yarn label on a
blocking surface.

NOTE:

Never press the iron too hard on the swatch.

If the ends are rolling inwards and you find it
hard to make it settle, with the wrong side facing,
use the pins to hold it in place before you press.

—: D



19 Measure the swatch:-

N Leave the swatch on flat surface for 2 or 3 hours

to give the yarn time to settle.

1) Measure the length of 30 (60) rows (between
rows knitted in waste yarn).

2) Measure the width of 20 (40) stitches (be-
tween the 2 waste yarn stitches).

3) Calculate and determine the number of the
stitches and the number of rows for 10 cm

(4!!)‘
EXAMPLE: 20 stitches measures 11.1 cm (
{ 30 rows measures 12.5 cm
W, 20+ 11.1 = 1.8 stitches/cm

30+ 12.5 = 2.4 rows/cm
1.8 x 10 = 18 stitches

2.4 x 10 = 24 rows

18 stitches, 24 rows = 10 cm
20 stitches measures 47"
30 rows measures 5"

20+ 4% = 4.4 stitches/inch
30 + 5 = 6 rows/inch

4.4 x 4 = 18 stitches

6 x 4 =24 rows

18 stitches, 24 rows = 4"’

20 Regulate the tension swatch:-

If you have the same stitches and rows as the tension given for the patterns in this book, you can follow
the patterns as they appear. |f you have more stitches and rows than the tension given, your work is too
tight and you should try again using Tension Dial one point bigger. |f you have too few stitches and rows,
your work is too loose and you should try again using Tension Dial one point smaller. Tension squares
show the measurement of stitches across, and length of rows. If you have to choose between the two, the
width tension is the more important. The length can usually be adjusted providing the pattern stitches are
not based on a given number of rows which cannot be changed (i.e. a set number of pattern repeats).

USEFUL NOTES e i ]

Ensure that you have enough yarn to complete the row and it does not run out in the middle.

. ") Always start a new ball of yarn at the beginning
A R of a row.

P4 N\,
/ &
Knot the yarn end \
at the edge of the
knitting.

If the Cast-on Comb is not hanging on the knitting or the knitting becomes too long, rehang the Cast-on
Comb. If the edge of your knitting is tighter or doesn’t knit properly, hang the Claw Weights on both
edges of the actual knitting. Rehang the Weights evenly 20 rows or so.

r = ek -A_\‘
1

J

s il




Tension Swatch 2

There is another manner to take a tension swatch. In the following manner, you need not prepare a con-

trast colour yarn, i.e., the waste yarn.

je———— 40(50) stitches —————«
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Work the swatch over not less than 40 stitches
and 60 rows using the yarn in which you are go-
ing to knit the garment when you use 9mm pitch
Gate Peg. (Work it over not less than 50 stitches
and 60 rows with 4.5mm pitch Gate Peg.)

In the same manner as the tension swatch 1, press
the swatch. Leave it dry completely before at-
tempting to measure it.

Lay the swatch on a flat surface. Taking care not
to squash or stretch it, make out 10cm (4")
square in the centre using a ruler and pins. Count
the number of stitches and rows for 10cm (4'’).
Example:

10 em of the horizontal line measures 18 stitches

10em of the vertical line measures 24 rows.
18 stitches, 24 rows = 10cm (4"')

HOW TO CALCULATE THE NUMBER OF STITCHES AND ROWS

~
(22sts)) (14sts) (14sts) (22sts)
= 12cm =+=Bcm==Bcmm= 12cm =i
22cm
{53rows)
scm 5cm
(9sts.) (9sts.)
26cm
(62sts )
Ex.)
2 4rows x 26cm
62rows
x 6cm
! (14rows)
PN R | [+{1) S ——
(90sts.)
Ex ) 1 8sts x 50cm = 90sts

To determine the number of stitches and rows for
1cm, divide the number which you have measured
in the swatch by 10cm.

Example:
18 sts. + 10cm = 1.8 sts.
24 rows + 10cm = 2.4 rows

HORIZONTAL AND VERTICAL LINES
No. of sts/1cm x cm of horizontal line
= No. of sts. for width
No. of rows/1cm x cm of vertical line
= No. of rows for length

SLANTING LINES
To obtain the rate of increased and decrease, divide the
total rows by the total stitches. But you cannot in-
crease or decrease the stitches at the beginning or the
end. Add 1 to the number of stitches.

Example: V-neck line
Decreasing 14 sts. over 45 rows
45 rows ~ (14 sts. + 1) = 3 rows
Decrease 1 st. every 3 rows, 14 times.

.



1. LADY'S SWEATER (CREW NECK)

MATERIAL : Thick yarn
200m/100g [219y./3.5207]
50% acrylic, 50% wool
... 550g, 600g [19.40z, 21.207]

TENSION : stocking stitch
(GAUGE) 9mm pitch Gate Pegs
Tension Dial 8
10cm (4] = 18 sts., 24 rows
SIZE : to fit bust 86, 96cm [34, 38"']

MEASUREMENTS : finished bust 96, 106cm [38, 42"']
length 63, 65cm (25, 26"']

e

THE BACK

The diagram shows 2 sizes. |f only one number is shown, it pertains to both sizes. All measurements in
the diagram are in centimetres and inches. The figures in brackets are in inches.

15,17 18,19 15,17
- - A
6. 6%"] 7. 7471 6. 6%"]
First, you are going to knit the BACK of the
25,27 sweater,
(10, 10',7]
Make sure that all levers are set to normal posi-
Stocking stitch { tion.
TD. 8
31 Now you are ready to start knitting.
1217
1x1 mock rib ] [7;L4 1
SRS & o o R !
TD.5 (251
48, 53
[r—
[19.217)

For the instructions that follow, the numbers outside the parentheses pertain to the smaller size
(the figures inside the parentheses reflect the larger size). As above, if only one number is given it

—NOTE s ————
|
‘ pertains to both sizes.

1 ( W NEEDLE ARRANGEMENT
‘ ./——\ Place the Carriage at the left hand side of the nee-
Needle 43 (48) at left and Needle 42 (47) at right.
Push into B position Needle 43 (48) at the right
S I end. Set the Tension Dial to 5.

m“”””h” T ebed. Using the Needle Pusher 1x3, bring for-
TTTTIFITTTIT

I”“ T ward every other needle to B position between
7
b St 4348)

o e
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Waste knitting

CASTING ON FOR 1x1 MOCK RIB

Before making the 1x1 mock rib, you need waste
knitting. The purpose of waste knitting is to pre-
vent the main yarn from unravelling. Knit 1 row
with waste yarn.

Hook the Cast-on Comb over the loops.
Hang the Claw Weights onto the Cast-on Comb.
Place the end of the yarn under the Yarn Clip.

Knit a few rows, ending with the Carriage on the
right. Cut the waste yarn. Set the Row Counter
to 000.

Change to the main yarn, i.e., the yarn that you
will use to knit the sweater. Knit 36 rows — dou-
ble the length of hem — for 1x1 mock rib.

TURNING UP 1x1 MOCK RIB

Push empty needles across your work into B posi-
tion using the 1x3 Needle Pusher. Remove any
Weights and Comb.

Turn up the knitting. Using the 1-eyed Transfer
Tool pick up the first loop of the first row work-
ed in the main yarn.



13

[TT T TN Jopd X )

H

= Yarn marker

Place the Transfer Tool onto the first needle in B
position. Tilt the Tool vertically upward and
backward, and the loop will slide onto the needle.

Work across the row in the same manner, pulling
the knitting towards the left hand side. Place the
stitches onto the corresponding empty needles.

Rehang the Cast-on Comb onto the 1x1 mock rib.
Hang the Claw Weights on the Comb. Push all
needles into E position, holding the knitting
against the needlebed.

KNITTING THE BACK
Set the Tension Dial to 8. Set the Row Counter
to 000.

(1 N .--.
10 20 30
- N NS NTA I

Knit 74 rows to the underarm.

PLACING A WASTE YARN MARKER AT EACH
END OF WORK

In order to find the correct placement of the
sleeves, place yarn markers.

Push the end needles of your work into D posi-
tion. Place 2 pieces of waste yarn onto the hook
of each end needie.

Push them back to B position.

Knit 60 (66) rows to the shoulder/neck edge until
the Row Counter reads 134 (140).



Y\ PLACING A WASTE YARN MARKER WITH
THE LATCHET TOOL

Place a waste yarn marker on the loops between
needle 16 (17) and 17 (18) on each side of the
centre to show the neck opening. Push the Latch-
et Tool through the loop of the stitch and place a
piece of waste yarn onto the hook of the Latchet
Tool. Pull the Latchet Tool towards you so that

LU
SR

e (2
A

(18X17) (17x18) i
1716 - 1§17 the latchet closes, catching the waste yarn.

JroToTen

Y\ Change to the waste yarn, and knit a few rows.
Break the waste yarn.

) RELEASING THE BACK FROM THE
MACHINE

Move the Carriage across the needlebed holding
the garment in one hand and it will be released
from the machine.

THE FRONT

15,17, 18.19 16; 17
- - -

The next piece is the front of the sweater.
The shaded part of the diagram is the same as the

25,27 back of the sweater.
[10,10';7]

Work the FRONT as the BACK to the beginning
{ of the front neck opening — the Row Counter

reads 112 (116).
3 *Refer to steps 1-13.*

Stocking stitch
1.D.8

Now you are going to shape the neckline by de-
creasing stitches on 1/2 of the neckline at a time.

7
1x1 mock rib 12871
7
e
o 48, 53
19,217 -

== 8 =
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SHAPING A CREW NECKLINE
Set the Holding Cam Levers at each side of the
Carriage.

Push 48 (53) needles (left 43 (48)-right 5) on the
left hand side to E position. These stitches will
remain on the needles of the machine, but will
not be knitted. Rehang the Claw Weights on each
end of the knitting.

Set the Row Counter to 000.

Knit the right shoulder. _
1) Knit 1 row. The needles in E position are
not knitted.

2) On the same side as the Carriage, decrease 31
stitches with the 1-eyed Transfer Tool. *Refer |
to Decreasing several stitches on page 58.*

3) Knit 2 rows. At the beginning of the next
and alternate rows, decrease 2 stitches 2
times. Decrease 1 stitch every other row 3 (4)
times, then knit 4 rows and decrease 1 stitch.
There are 27 (31) stitches left. Knit 7 rows |
until the Row Counter reads 22 (24).




27(31) stitches
S

-
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38(43) stitches 10 stitches
=y S —— e S ot

waste knitting

27(31) stitches

4) Change to the waste yarn, knit a few rows.
Release the waste knitting from the machine.

Push the empty needles into A position. Push 10
needles at the centre into D position.

Knit a few rows in the waste yarn and release this
from the machine. Remove the Comb. Place the
Carriage on the left. Hang the Weights.

Push the empty needles into A position. Set the
Holding Cam Levers to N. Set the Row Counter
to 000.

Make sure that the Carriage kicks the trigger of
the Row Counter.

Work the left shoulder the same way as the right,
reversing all shapings.

*Refer to step 3.* Change to the waste yarn, knit
a few rows. Remove the Weights and release the
knitting from the machine.

21—



THE SLEEVES

50, 54
119%, 2114
i
Stocking stitch 46,465
TD.8 18.18%"]
1x1 mock rib [67‘_,,]
MG A nar L
TD.5 | 20
28,30

11 11%7]

-—
25(27)

Now you are going to knit the sleeves.

Use the same technique for the mock rib on the
sleeves as for the front and back of the sweater.

After finishing the mock rib, you will complete
the sleeve by knitting and increasing stitches until
the sleeve is the proper length and width.

MAKING 1x1 MOCK RIB FOR SLEEVE CUFF
Place the Carriage on the left-hand side of the
needlebed. Set the Tension Dial to 5. Push every
other needle to B position between needle 25(27)
and 24(26) with Needle Pusher. Push into B posi-
tion the end needle 25(27) on the right adjacent
to the needles in B position so that there are an
equal number of needles on both sides of the nee-
dlebed.

Knit 1 row with the waste yarn. Hang the Cast-
on Comb and the Claw Weights. Place the end of
the yarn under the Yarn Clip.

Knit a few rows ending with the Carriage on the
right. Set the Row Counter to 000.

Change to the main yarn and knit 32 rows — dou-
ble the length of the hem.

Push the empty needles across your work into B
position using the 1x3 Needle Pusher. Remove
the Weights and Comb.

- 99 —




90(98) stitches
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Using the Transfer Tool, pick up the first stitch of
the first row worked in the main yarn and place
it onto the end needle. Work across the row in
the same manner, placing the stitches onto corre-
sponding empty needles.

Rehang the Cast-on Comb and the Claw Weights.
Holding the knitting so that it does not come to-
wards you, push the needles into E position.

Set the Tension Dial to 8. Set the Row Counter

INCREASING 1STITCH AT THE EDGE

Knit 3 rows. Bring forward to B position the
empty needle adjacent to your work on the same
side as the Carriage. *Refer to the simple method
on page 59.*

Knit 1 row. Bring forward to B position the
empty needle adjacent to your work on the same
side as the Carriage.

Repeat the above steps 7 and 8, which is called
increasing until the Row Counter reads 28(48).
Then knit 5 rows, and increase 1 stitch on the
same side as the Carriage. Knit 1 row, and in-
crease 1 stitch. Repeat this way until the Row
Counter reads 106(108). There are now 90(98)
stitches. Knit 5 rows more without increasing.
The Row Counter reads 111(113). Break the
yarn, leaving a length of approximately 3 times
the knitting width for casting off.

Change to the waste yarn, knit a few rows and re-
lease the knitting from the machine.
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MAKE-UP
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Before you work the neckband, you need to press
the knitted pieces, according to the measurements
given in the diagram. Before pressing them, you
can remove the waste knitting you have used for
casting-on. *Refer to page 62.* Use steam iron
or place a damp cloth over the knitting if you use
an ordinary dry iron.

BLOCKING AND PRESSING

Lay all the pieces of your knitting, wrong side up,
on a blocking surface and gently coax them into
the correct shape and size. Pin the knitting to the
surface and press. Do not pin or press the mock
rib. Turn the sweater to the right side and press
gently.

To give the mock rib a gathered appearance, gent-
ly shape the ribbing by gathering it together with
your hand. Press lightly.

JOINING THE RIGHT SHOULDER

1) Bring forward 27(31) needles to B position.
Hold the right shoulder of the FRONT with
the right side facing you. Fold the waste knit-
ting towards you and place the stitches onto
the needles.

2) Push the needles inte E pesition, holding the
knitting against the needlebed.

3) With the wrong side of the BACK facing you,
fold the waste knitting away from you, pick
up the stitches from the shoulder and place
them into the hooks of the same needles.
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4) Push all the needles back to B position. The
stitches in the needle hooks will be pulled
through the stitches already on the needles to
make a single stitch on each needle.

Use a Tapestry Needle to bind off all stitches.
*Refer to page 65.*
Remove the waste knitting from the shoulder.

KNITTING THE NECKBAND

Knit 15 rows of the 1x1 mock rib in the same
way as the BACK, FRONT, or SLEEVES using
the needles between 47(50) and 47(50).

Pick up all the stitches of the first row worked in
the main yarn to create a double thickness.

Push all the needles into E position, and knit 1
row with Tension Dial 4.
Again push all the needles into E position.

ATTACHING THE BODICE TO THE NECK-

BAND

1) With the wrong side of the BODICE facing
you, use the 1-eyed Transfer Tool to place the
stitch in the left of the yarn marker (BACK)
on needle Right 47(50). Place the stitch
where the neck and shoulder meet (FRONT)
on needle Right 15(16).
Place the stitch in the left of FRONT neck on
needle Left 47(50).
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2) Pick up the stitches on the BACK between
the shoulder seam and marker and place on
corresponding needles.

3) On the centre of the front neckline, fold the
waste knitting away from you and place the
stitches on needles 21(22) and 12(13). Place
the rest of the neckline stitches evenly on the
needles.

Push all the stitches behind the latches of the
needles.

4) Knit one row with Tension Dial 6, and break
the yarn, leaving a length of yarn 3 times the
width of the knitting. Bind off all stitches.
*Refer to page 65.*

JOINING THE LEFT SHOULDER
Join the left shoulder in the same way as the right
one.

ATTACHING THE SLEEVES TO THE BODICE

1) Push 90(98) needles into B position. With the
right side of the BODICE facing you, pick up
the marked stitches and place them at both

end needles 45(49). Pick up both stitches at
shoulder seam and place them at both needles

1.
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(2) 90(98) stitches Y\ 2) Pick up the stitches evenly along the armhole
— edge between the waste yarn markers and
place them onto the needles.

Push the needles into E position. With the wrong

side of the SLEEVE facing you, place the stitches

e - - = from the sleeve head onto the needle hooks.

o e L L L L Push the needles back to B position in order to
‘ make a single stitch. Using a Tapestry Needle,

bind off all stitches. * Refer to page 65.*

Remove the waste knitting from the sleeve.

Attach the other SLEEVE to the BODICE.

11 ( @ W JOINING SEAMS *Refer to page 66.*

N T S . @ Place the two seam edges side by side, wrong
side up. Begin at the first row of mock rib.
Using the mattress stitch, close the hem seam,
first on the inside and then on the outside.
Mattress stitch to the underarm.

Mattress stitch the SLEEVE seams.

Mattress stitch the NECKBAND seam, first on
the outside, then on the inside.

Sew in the yarn ends. *Refer to page 66.*
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Press lightly from the wrong side.
Then work over to the right side and lightly press.
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