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1. PARTS NAME AND HOW TO USE

Ribbing Carriage

Partial Knitting Lever (Left)

Partial Knitting Lever
(Right)

Stitch Adjustor Dial

Fastening Knob

(2) Tuck and Empty Lever

N

Handle Axle

Tuck and Empty Lever

Knitting Lever (Right)

Set Knitting lever at PLAIN for plain
knitting, and at EMPTY or TUCK for
single fisherman’s rib, double fisherman’s
rib, circular plain stitch and pin tuck
pattern.

Set Tuck and Empty lever at TUCK for
single fisherman’s rib and double fisher-
man’s rib.

Set it at EMPTY for circular plain stitch,
pin tuck stitch and one side color figured
knitting.

You may set either position for plain
knitting



s Connecting Arm
Set the partial knitting lever at “I”

position for partial knitting or tuck stitch.
Set it at “-* position for other knitting
except the above two.
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_(4) Stitch Adjustor Dial
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e
L

Yarn Feeder

The dial is indicated with 0 to 10.
The larger the indication on dial, the |
wider the size of stitch. |

Adjust the number of indication as below Use this arm when you want to knit together with ribbing carriage and main
mentioned, according to the thickness of carriage.
the yarn. (Note) When you want to operate the main carriage only, push drop lever at
both ends of rib knitter and drop down the rib knitter to lower
position. Do not forget to remove connecting arm before dropping the
| rib knitter.
(1) Connection of both Carriages
=T —— Loosen the fastening knobs of ribbing
carriage. Insert the screws of ribbing
Pattern One-Knit a b Two-Knit Circular carriage into the slot of connecting arm
Yarn used One-Purl Rib oz Ri Two-Purl Rib Plain Stitch while pulling up the both carriages
: slightly, ‘and tighten the fastening knobs.
Very Fine — 0-1 0—1 23 |
Medium 1-2 3-5 4-5 4-5
MT?S:;? 5-6 = 67 6—7 ! (2) Separate the Carriages
Loosen the fastening knobs. Pulling up
both carriages and take the ribbing carriage
away.
s




Rib Knitter

= Bwing Indicator
Swing Handle

= Half Pitch Lever

~ Drop Lever (Left)

(1) Swing Handle

h o —
(2) Swing Indicator

I

rSet Serew Sinker Hooks Neadlo Hed

Latch Needle

Drop Lever (Right)

The swing handle is to be used for
swinging the needles sideways (o enable
swing pattern stitches and rippling waves
pattern stitch.

The swing indicator can be set al 0 to 10,

The swing indicator is usually set at 5 or
5.5.

And the indicator shows the swinging
position of rib knitter when the swing
handle is used for swinging the rib knitter
sideways.

Half pitch lever has “P” and “H”
position.

When the lever is set at “P” position,
main knitter needles and ribbing needles
directly opposite to each other. And this
position is used for one-knit one-purl rib
knitting.

When the lever is set at “H” position,
ribbing needles are halfway between two
main knitter needles.

This position is used for two-knit two-purl
rib, close rib, circular plain stitch, etc..

Rib knitter can be positioned at three
steps, upper, middle and lower.

Upper Position:
Upper position is to be ready for rib
knitting.

Middle Position:
Middle position is used for picking up
dropped stitches.
(One step drop)

Lower Position:
Lower position is used for regular
knitting of main knitter, while the rib
knitter is connected with main knitter.
(Two step drop)

When you drop the 1ib knitter, push down the drop levers on both sides of rib

knitter at the same time.

On the other hand, when you want to reset the rib knitter in the operative
position, lift up the rib knitter by your hands as high as it will go, and the rib
knitter automatically set at its original position.
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