














9.3-2. Picot hem

I. After knitting with waste yvarn and
CAST-ON THREAD, knit up to
half the depth of the hem. (The K |
CARRIAGE is on the right side of
the machine.) I C o

2. Place the L CARRIAGE on the left
side EXTENSION RAIL.

R

M

' AVAvAw
ARRR R RHL \VAVAVATR\AN

A S ' SR N = <= h s s S
3. Starting with the second needle from either end, bring forward every

alternate needle to position D by using the 1/1 NEEDLE PUSHER.
End needles must remain in position B.

. Remove the L CARRIAGE from
the machine by pushing the RE-
LEASE BUTTON,

L

Every second stitch has now been transferred to the adjacent needle.



pick up the stitches in the same
way as for the plain hem. After
picking all the stitches up, bring

‘ i MM 7. Knit the other half of the hem and
the needles to position E.
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8. After knitting several rows, pull out the CAST-ON THREAD. The part
knitted with waste varn is removed. Then you have made a PICOT HEM.



9.3-3. 1x 1 Elastic hem

I. Bring forward the needles required 2. Return every other needle to 3. Knit with the waste varn in the
1o position B by using the 1/]1 NEE- position A by using 1/1 NEE- samme way as for plain hem. Then
DLE PUSHER. DLE PUSHER. knit one row with CAST-ON

THREAD and change the yam.

4. Knit the number of rows required
for double the length of the hem
in plain knitting with the yarn.

3. Bring forward the needles in position A to position B. 6. Pick up the stitches in the same
way as for the plain hem and hook
them onto the empty needles.
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7. After picking up all the stitches, 8. After knitting several rows, pull out the CAST-ON THREAD. The part
bring the needles to position E. knitted with the waste yarn is removed. Now 1x1 ELASTIC HEM
Knit one row. is completed.




9-4. BINDING OFF
AND BUTTON HOLE

9-4-1. Binding off using
the tapestry needle

After finishing the knitting, bind off last row taking care not to unravel the knitting.

9-4-1-1. When the yarn is W \(
on the left side AR AL

1. Pull the yarn out of the YARN
FEEDER. Cut the yarn leaving
a length of three times the width
of the knitting.

2. Thread the yarn into the TAPEST- 3. Pass the TAPESTRY NEEDLE
RY NEEDLE, through the left side stitch.

5 /)
4, Insert the tapestry needle into 5. Insert the tapestry needle into 6. Repeat this until you reach to
the second stitch from left and the third stitch from left and the rght side of the knitting.

pass it back through the left side pass it back through the second
stitch. stitch from left.

7. Now, the binding off is completed and piece can be removed from the
machine.



9-4-1-2. When the yarn is
on the right side

1. Pull the varn out of the YARN 3. Pass the TAPESTRY NEEDLE
FEEDER. Cut the yarn leaving a through the right side stitch.
length of three times the width of
the knitting.

2. Thread the yarn into the TAPES-

TRY NEEDLE.

4, Insert the TAPESTRY NEEDLE 5. Insert the TAPESTRY NEEDLE 6. Repeat this until you reach the

into the right stitch and pass it into right side stitch and pass it left side of the knitting.
through the secomd stitch from through the third from right in the
right. figure, making sure you pass the

tapestry needle BEHIND the sec-
ond stitch and enter the third
stitch from behind.

7. Now, the binding off is completed.



9-4-2. Cast-off usin
the latch too

1. Loosen the TENSION DIAL and knit the last row. (For example, when
knirting with tension dial number 46, set the number to 9-10.)
2. Place the K carriage on the left side of the machine.
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3. Bring the needles forward to position E.
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4. Bring the knitting toward you 5, Hook the right side stitch on the 6. Make the stitch fall behind the
taking care not to drop the stitches, hook of the LATCH TOOL. latch of LATCH TOOL.

8. Pull the LATCH TOOL and make
a new stitch (with the stitch over
the latch and the stitch on the
hook).

7. Then hook the second stitch from

g Take care not to drop the other
Ellisgfht in the hook of the LATCH stlickas Train the assdlie



9. Make the new stitch fall behind the
latch of LATCH TOOL, and hook
the third stitch on the hook of the
latch tool.

| 10. Repeat this until you reach the
left side making new stitches
across the row.

11. When you reach the last stitch,
hook the end of the vamn on the
hook of the LATCH TOOL and
pull the end of the yamn through
the stitch on the stem.

Now, the binding off is completed.

9-4-3. Vertical Seaming
of plain stitch
1. Left hand piece — Pass the tapestry
needle under threads of 1st and
Ind rows, bhringing tapestry needle |
through to upper side.
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. Right hand piece — Pass the tapest-
rv neéedle under threads of 2nd and
3rd rows, bringing tapestry needle
through to upper side.

3. Left hand side — Pass the tapestry
needle under threads of 3rd and
4th rows, bringing tapestry needle
through to upper side.

4. Right hand side — Pass the tapestry
needle under threads of 4th and
Sth through to upper side.

5. Continue to seam in this way.




9-4-4. How to make
a button hole
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. Usmg the 1 x 2 TRANSFER TOOL

move the stitches, where you are
going to make a button hole, to
adjacent needles asshownin the
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2. Bring back the empty needles to

position B, and knit one row. The
yvarm will hook on the two needles.
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figure,

3. Loop the yamm around the two 4. Bn.ng the two quped need.les

needles by hand as shown in the

figure.

forward to position E and operate
the K CARRIAGE.
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Then you have made a button hole,




9-5. HOW TO SHAPE A
ROUND NECK LINE

9.5.1., Using the holding .
cam lever

9.5.1-1. Plain knitting. |

Knit the left and right side of the
round neck line separately.

2, Bring forward to position E all the needles on the
opposite side of the K CARRIAGE including the
stitches for the center neck line and opposite
shoulder, These needles will not knit.

/'
All needles for this part should be
placed at the position “E".

3. Knit part (1) according to your pattern. Decreasing at the neck edge will be done by using the Transfer Tool. De-
crease in this manner until you have the required number of stitches left for the shoulder. Bind off the shoulder

stitches.

4. Leaving the center neck line stitches, return the rest of the needles to position B by transferring the stitches onto the
hooks of the needles, Knit the other side of the neck and shoulder for part (2).



5. When parts (1) and (2} are completed, bring the
needles for the neck line (3) to position B and bind
off.

6. Knit the back in the same way. (Knit the left and
right sides separately.)
9.5-1-2. Pattern knitting.

Knit the left and right side of a round neck line separate-
ly.

1. Knit one side in the same way as the plain knitting.
Before you start knitting the first side, mark on the
PUNCH CARD so that you can retum to the exact
row when you knit the other side,
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. After knitting the first side (1), knit the other side

(2). Using a TRANSFER TOOL, place the stitches
for part (2) onto the hooks of the needles and retum

to position B.
position E.

Leave the needles for part (3) in
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mark on it and set the CARD
LOCK LEVER to the “#” mark.

. Return the PUNCH CARD to the Push the CAM BUTTONS

i
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4, Set the CAM BUTTON according 5. Thread the yarn into the YARN

to the pattern knitting and also
set the CARD LOCK LEVER to
the *¥" mark.

FEEDER “A™ and knit the other
side (2). For Fairdsle patterns or
Weaving patterns, do not forget

to thread the second color vam
into the YARN FEEDER.

6. When Parts (1) and (2) are completed, bring the needles for the neck-line

(3) to the position B and bind off.
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Operate the K CARRIAGE without
threading the yarn into the YARN
FEEDER, The needles are selected
for the pattern. Make sure that the
CHANGE KNOB is set to KC and that
‘the HOLDING CAM LEVER to H,

7. Knit the back in the same way.
(Knit the left and right sides
separately.)



9-5-2. Using the
cast-on thread

9.5-2.1. Plain knitting ;
|
|
|
|

For shaping a round neck line, knit
left and right side separately.

CAST ON
THHEAD

1. Bring forward to positicn E all the 2, I-Eang the CAST-ON THREAD on
needles for the parts (2) and (3) the hooks of the needles in position
on the opposite side of the K CAR- E and bring them back to position
RIAGE, by using the 1/1 NEEDLE A one by one.

PUSHER. These needles will not
knit.
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At this time, make sure that the 3. When part (1) is completed, trans- Leave the needles for part (3) as they
CAST-ON THREAD is between hook fer the stitches for part (2) from stand.
and latch of the needle to avoid needles in position A to the hooks

dropping the stitches. Knit one side of the needles and place them in
in the same way as instructed before. position B.
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4, When parts (1) and (2) are completed, bring the needles for part (3) to
position B and bind off,

5. Knit the back in the same way . (Knit left and right side separately). ) ‘

9.5-2-2. Pattern Knitting.
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I. Bring back to position A all the 2. When part (1) is completed, trans-  Leave the needles for the part (3) in
needles for the part (2) and pant fer the stitches for part (2) from *A™ position.
{3) (opposite side of the K CAR- needles in position A 1o the hooks
RIAGE)} by using CAST-ON of the needles and place them to
THREAD. These needles will not position B.

knit.

3. When parts (1) and (2) are com- 4. Knit the back in the same way.
pleted, bring the needles for part (Knit the left and right sides
(3) to position B and bind off. separately )




9-6. SEWING
PROCEDURE

9-6-1. Baste the knitting
with binding wire
and/or basting
thread

In order to produce a neat garment
easily, it is recommendable to use a
sewing machine for all necessary
sewing.

As only straight stitch sewing is
necessary, any type of sewing ma-
chine can be used.

Stretchy thread of the same color
as the yarn used for knitting is
most suitable for sewing (or, silk
thread can be also used.)

2. Baste the parts with the hinding
wire included with KL116 (Knit
Leader) as accessory or basting
thread.

9.6-2. Sewing procedure

1. Pin the parts to be basted.

3. After basting, sew with a sewing
machine. Slowly and naturally
sew with a slight push along the
basted edge, leaving a space of
about 3-5 mm.

lip
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1. Shoulders (right and left)

2. Sides
Sew hem or ribbing together by
hand.

3. Sleeves
Sew cuffs together by hand.
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1) With body of garment and
sleeves inside out, pin the
edges of the sleeves to the
edge of the armholes.

2). Baste the sleeves

armholes using binding wire I

or hasting thread.

4. Attach sleeves to armholes.
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to the

3). Sew basted parts with a | | —————
sewing machine. .

9-7. CLEANING

AND

MAINTENANCE
9-7-1. Replacing a needle
Needles with damaged latches will
cause faulty knitting or dropped

stitches and therefore must be
changed.

1. Push either side of the SPONGE 2. Draw it by hand from the knitter

BAR with the end of the LATCH until the needle you wish to change
TOOL until it comes out from is free.
the other end.

3, Pull the needle forward as far as Grasp the shank end and take it out.
it will go. Push down the hook of
the needle until shank end of the
needle rises clear of the needle bed.



4, Replace it with a new needle by Push the Needle back to position A. Push the SPONGE BAR back into
holding it with latch opened. place.

9.7-2. Cleaning
and maintenance

Before folding up your machine, you
should clean your machirie with a soft
dry cloth. The metal parts should be
oiled regularly.

When you use vour machine after it
has not been in use for a long period,
wipe vour machine with oiled cloth
and oil it before using. Before vou
start knitting, knit 20-30 rows with
waste yarn to remove old oil.

0il the following parts lightly before
knitting.

Butts of the Needles. FRONT and REAR feet of the K Front and REAR RAILS of the needle
CARRIAGE., bed.
CAMS.



10. USEFUL HINTS

10-1. PARTIAL KNITTING | ) F T
(Plain Knitting & Pattern | :
Knitting) |

When you knit socks, skirts, darts. etc.,
do partial knitting.
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Socks. Deart
Knit the parts (A} and (B) with partial

knitting.

10-1-1. Decreasing stitches

I. Set the HOLDING CAM LEVER of the K CARRIAGE to position H.
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2. On the side opposite the K CARRIAGE, bring forward the needles which
are to be decreased to position E as shown in the figure.




. Pass the yarn under the stem of the first needle in
, ) . position E, When knitting Fair-isle patterns or Weav-
4. When the stitches on the needles in position B are ing patterns, pass the second color yam under the
knitted, the yam lies across on the stem of the stem of the needle in the same way also.
needles in position E.

| A

6. Knit one row making certain there is no slack in the :
yam. Partial knitting is completed.

10-1-2. Increasing stitches.
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1. Set the HOLDING CAM LEVER of the K CAR- 2. The needles which have been decreased are in posi-
RIAGE to position H. tion E on the side opposite the K CARRIAGE.
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3. Manually move the needles for the number of stitches
you want to increase from position E to position D,
Take care not to drop the stitches.

5. Pass the yarn under the stem of the first needle in 6. Repeat this procedure. You have increased stitches
Bosition B, in partial knitting,

When partial knitting is completed return the HOLDING

CAM LEVER 1o position N,

10-2. PARTIAL  KNITTING [
(Lace Pattern Knitting)  °

10-2-1. Decreasing stitches.

e 1

1. Bring forward the needles you want 2. Lay the CAST-ON THREAD on the
to decrease to position E. hook of the needles.



ad id =11 v

3. Make sure that the CAST-ON THREAD is in the hooks of the needles complete-
ly, and bring back the needles one by one to position A, At this time,

take care not to drop the stitches.

10-2-2. Increasing stitches.
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. Operate the L CARRIAGE and the

K CARRIAGE according to the
direction of the arrow on the punch
card,

A you want to decrease more

stitches, bring back the needles
to position A in the same way.

1. Pull up the CAST-ON THREAD 2. Operate the L and the K carrage 3. If you want to increase more

slightly to remove it from the
needles on position A transferring
the stitches to the hooks of the
needles. Then place the needles to
position B,

according to the direction of the
arrow on the punch card.

e

stitches, transfer the stitches to
the hooks of the needles in the
same way and knit again.

You have increased stitches in
partial knitting.



