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To save on printer ink, | have deleted all the
diagrams of the little housewife in her pinnie
which is on more than half of these pages.

HELLO,
I am 'YOUR' KNITMASTER Vistamatic Knitter.
Thank you for bringing me to your home!

Before coming, I was tested very carefully
to be sure that I was in a 100% perfect
condition so that I would be ready to knit
for YOU, for your friends, and your family.
I'm fast too, up to 10,000 stitches a minute
- if YOU wish, without any hurrying.

Of course, that is once you have really
become my master.

YOU will have fun knitting, but please
remember there is just as much fun in
learning to knit as, later, in knitting all
the lovely things you are waiting to wear.

So, please go slowly at first!

I am easy to understand and this little
book will explain just exactly HOW I work.

At the beginning, if something goes wrong,
as it may do, plesse be patient and try
again - follow the instructions and all the
illustrations carefully, and in no time at
all you will be knitting away happily.

Cf ccurse, the more YOU master ME, the
tetter I can serve you.

Veur,

KNITMAST=ER Vistzmatic Knitter.



PROGRAMME 1

I was carefully tested before I left
the factory and passed every exam with flying
colours. So, now I am in your hands and I
know I am in good hands.

Together we shall patiently go through
the instruction book, learning - like all
good partners - to work with each other and
solve any little problems that may arise.

There won't be many. We are going to
be a good team and we have excellent operating
intructions. If we falter, we shall go back
and re-read the text and study the illustrations,
remembering that everything takes a 1little time
to begin with.

We won't mind. Vistamatic Knitting is
such fun that we will enjoy ourselves even
while we are learning. And - after we have
finished this book - we will have even more
fun doing fashion knitting.

VISTAMATIC KNITTING is hand knitting - at 10,000 stitches per

minute, but of course not so fast right at the beginning.

When you have completed Programme 1, you will have mastered
completely the simple basic process of VISTAMATIC KNITTIKG.

In Programme 2, I show you the ordinary things like increasing,

decreasing, etc.

PROGRAMME 1

YOUR ACCESSORIES AND HOW TO SET UP YOUR

KNITTER. Page 3 - 6
A LITTLE PREPARATION BEFORE CASTING ON. 7 -ld
YOUR WOOLS AND YAkNS. ' 11 -12
HOW TO THREAD UP AND CAST-ON. 13 -16
HOW TO DO VISTAMATIC KNITTING.

(Just two pages) ) 17 -18
HELPFUL HINTS. 19 -25



ACCESSORIES

1)

2)

3)

4)

5)

6)

7)
8)

9)

10)
11)

12)

13)

14)

1 x 1 and Straight
edge Needle Pusher.

3x 1and 1 x 3
Needle Pusher.

1 x5and 1 x 2
Needle Pusher.

Single and triple
head Transfer Tool.

Double and triple
head Transfer Tool.

Latch or Latchet
Tool.

Nylon Cast-on Thread.

Yarn Brake upper
assembly.

Yarn Brake Rod (or
stand).

Table Clamps.

Tapestry or Darning
Needle.

Sinker Arm.

Wallet with spare
needles.

Accessory Case.

&



UNPACKING AND SETTING UP YOUR KNITTER

Remove the packing material and carefully remove all accessories.
Keep your carton box as it will be useful when storing or
transporting your knitter. Place your machine on the special
KNITMASTER Knitting Table or any other suitable normal height
table. - Remove the cardboard needle protector from the front

gate of your knitter.

Raise the front of the
machine off the table.

A~ A~

Remove the clamps and Insert the lugs of both clamps into the
open up screws "A!" in keyhole underneath the machine and slide

an anti-clockwise upwards until the neck of the lug is in
direction to open the the narrow part of the keyhole opening,
lugs. then tighten the screw so that the

clamp is firmly secured to the base of
your knitter.

Lower the machine onto the table and secure it firmly by
tightening the clamp screws.



SETTING UP (continued)
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The carriage is secured to the right hand side of the needle bed
by means of a metal locking plate. Turn the knurled nut in an
anti-clockwise direction until it is loose, then slide the metal
plate out and remove it altogether. Whenever your machine is
not in use be careful to replace this locking plate to secure
the carriage to the needle bed so that it can never become
damaged when the machine is transported or moved around.

Loosen both the knurled nuts in
the front of the carriage, slide
the Sinker Arm underneath these
two knurled nuts as far as it
will go, then turn the knurled
nuts in a clockwise direction so
that the Sinker Arm is fixed
firmly to the front of your
carriage. Remove the plastic
cover on the carriage handle.

Raise the carriage handle Raise the Row Counter Tripper
until it rests in a in the direction from "A" to
vertical position. "B'" as far as it will go.



AUTOMATIC ROW COUNTER

Your automatic Row Counter is
attached on the left hand side
of the rear cover of your
knitter.

The Row Counter is operated
automatically by the Row Counter
Tripper (Page 5) coming into
contact with the clicker, thus
counting your rows automatically
every time you knit. You can
adjust your Row Counter back

to zero by turning knurled nuts
HAH, HBH and IICH.

The automatic Row Counter is ready in position on your knitter.
It will count automatically up to 999 rows. Should you wish to
remove the Row Counter just slide it firmly towards you and it
will easily 1ift off. To replace it, press it over the raised
studs and slide it backwards until it locks automatically in
the correct position.

[e]



PREPARATION FOR CAST-ON

b

Your knitter has 180 needles and they are numbered from the
centre "0" outwards in groups of 10, 90 needles on each side
of the centre.

On both the left and right side of the
needle bed you will see markings "A",
"B'", "C" and "D" and these are the
various positions used during the
process of knitting.

“A" is resting or, non-knitting position.
¢ 'B" if the needles are pushed up into

"B'" position, they are in the normal
position for plain knitting.

s "Cc" is used for Fair Isle and other
o types of patterning.

"D'" is a holding or carrying position used for tuck stitch patterning
and also when you do partial knitting which I shall explain later in
this book.

I R

Use the smooth end of your Needle Pusher and push all needles
firmly down into the "A" position the whole length of the
needle bed.



PREPARATION FOR CAST-ON (continued)

Make sure all needles are in
"A" position.

Slide the carriage from left
to right and back again to
make sure that it passes
smoothly and easily right
across the needle bed.

. If the carriage does not

,,,,, : move smoothly it means that
i 2 S ‘ you have not placed your
Sinker Arm correctly onto
the carriage.
Please check.

g
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Again move the carriage the
full length of the needle
bed making sure that it
slides smoothly and easily.




PREPARATION FOR CAST-ON (continued)

Move the carriage to the
right hand side of the

needle bed.
I AN
B Adjust your Tension Dial
— S e to No. 7 by turning the
i w dial until the red marker
( ) is at the required number.

Using the straight end of your Needle Pusher, push up 20
needles, that is 10 on either side of the centre, from
"A" to "B'" position.

Your knitter has now been
set to cast-on over 20
needles. The more needles
you' push up from "A" to
"B" position the wider
your knitting will be.

If you wish to cast-on for 120 needles, you would push 60 needles
on each side of the centre "O" from "A" to "B" position. For
your first test raise 20 needles only from "A'" to '"B' position.

(=]



PREPARATION FOR CAST-ON (continued)

Hold the carriage lightly
and move it to the left side
of the needle bed until it
is well past the 20 needles
which have been raised from
"A'" to "B' position.

Do not stop the carriage in
the middle of the knitter
but move it carefully across
and let it rest about 6"
past the last needle in "B"
position.

Now move the carriage back
to the right side again
until it is at least 6"
past all needles in "B"
position.

Please continue moving the carriage backwards and forwards
from 1left to right until you become accustomed to moving
it past the needles and back again.

IT IS VERY IMPORTANT- THAT YOU DO NOT TRY TO REVERSE THE MOVEMENT
OF THE CARRIAGE UNTIL IT HAS PASSED ALL NEEDLES IN "B'" POSITION.

Continue practising until you are able to move the carriage
smoothly and lightly backwards and forwards over the 20
operating needles.



WOOLS AND YARNS

In the centre of the carriage you
will find a small round clock dial,
numbered from 0 to 10 with 2 stops
in between.

This Dial, called a TENSION,adjusts
the size of the stitch that the
machine will knit.

No need to change the size
of your needles any more.

Dial number 0 is for the smallest stitch
and 10 is for the biggest, plus 2 stops
between each number. So there are actually
30 different sizes of stitches which can
be made on your knitter. It would be like
having 30 different sizes of hand knitting
needles.
Just as in hand knitting it is important to have the right stitch
size for the wool that you use, and, because of the 30 sizes you
will find that you are able to use almost all of the usual popular
hand knitting wools except those that are very thick and hard.

I am sure that you have a few old balls of wool lying around.
Please do not try out this old wool. ©Once you have become
accustomed to your knitter, you can try out all types of wool,
but, in the beginning, use the recommended type only.

WHEN YOU FIRST start knitting, it is recommended that you use a
THIN, SOFT, NEW WOOL which is clear and FREE FROM KNOTS.

If you set the TENSIONS too small for the wool you use, the
carriage will be heavy to use, or may not even move at all. If
you set the tension number too high the carriage will also be
heavy to move and the knitting will be too loose.

When wools are dyed in the factories, it sometimes happens that
the natural oils are washed out by the chemicals. This may make
the wools (especially the thicker wools) hard and heavy to knit.

Just pull the wool over an ordinary white candle before knitting.
This will leave a thin wax film on the wool. It IMPROVES the
wool and, at the same time, makes it easier and quicker to knit.
White candle wax will definitely NOT stain the wool, or use
Knitmaster wax discs.

[]



PREPARATION OF YOUR WOOLS

VISTAMATIC KNITTING NEEDS WOOL - SMOOTHLY AND QUICKLY.

Correct preparation of your wools before starting to knit is quite
important. This little extra care will make your knitting so

much more enjoyable, and the quality of your knitting also far
better.

’

“This hand wound ball of wool looks LIt is quite impossible to
so good but is really completely Vistamatic Knit from a
unsuitable for Vistamatic Knitting. hank like this.

It will just dance around and get
entangled everywhere.

““eee--e= You can knit directly from the ball of wool
as you get it from the shops if you are able
to wind the wool out from the CENTRE OF THE
BALL. You cannot knit drawing the wool from
the OUTSIDE of the ball.

Sometimes the balls of wool are crushed by
packing in the shops.

=_a)
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If your wool ball is not properly wound, you
will have trouble, especially on the edges of
your, knitting.

THE AUTOMATIC BALL WINDER.

A great time saver, wool saver also. Winds up a ball of wool
.completely in a few seconds.

When you are practising knitting, it is particularly useful as
you can rewind and re-knit the wool over and over again.

[=]
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THREADING UP YOUR KNITTER

When your knitter has been completely threaded it will look like
this and I show you on the next pages exactly how to thread your
wool.

IT IS VERY IMPORTANT THAT YOUR KNITTER IS CORRECTLY THREADED.

=]



THE YARN BRAKE

needle bed. Press down until it
"elicks" firmly into place.

Now place the upper assembly of the Yarn
Brake on top of the upright rod with the
Tension Wire facing towards you. Make
sure the slots fit over the lugs.

A /B
/_

Place the upright rod into the slot in
) the centre of the rear cover of your
\ é,,

Thread your wool through Press down the spring clip "B"
the first eye "A" as and pass the wool over it as
shown here. shown here.

B

P4 D

/ 4
Now thread the end of the Now take your wool through the
wool through the looped looped eyelet "D' at the end of
eyelet '"C". your Brake spring.



THE YARN FEEDER

Pull the end of the wool down from loop "D" with your left.hand
and then place it underneath the guide spring -"E"

IMPORTANT.
Tie the end of your wool around This shows the wool correctly
the clamp screw. threaded through your Yarn

Feeder.

CAST-ON TO COMMENCE KNITTING (Open Edge)

Your knitter is now correctly
threaded up and ready to
commence knitting.

Now pull your wool down towards
the table as shown by the hand
and arrow.

This will cause your Yarn Brake
spring to come into a nearly
horizontal position as shown

in this diagram.

You are now ready to cast-on
and start knitting.

[ ]



CAST-ON (continued)

Set the Cam Lever ate

Slide your carriage slowly
from right to left until
your Yarn Feeder is about 1"
before the last of the 20
needles and then ... STOP.

Now pull down several inches
of wool as shown in the
diagram so that you have
slack wool between your left
hand and the Yarn Feeder.
Continue moving the carriage
across the needle bed from
right to left allowing it

to use up the slack wool
until it is clearly past the
. last of the 20 needles which

were raised into knitting position "B" You may then let go
the wool with your left hand.

You have now completed the cast-on row and you will notice that loops
have been formed automatically around each needle hook and the wire
gate.

If you do not give a little slack wool, as
explained above, for the last few needles, then
you may notice that the loops on the last 3 or
4 needles have been pulled tight.

This is incorrect.

To remedy, pull
down additional
slack wool and
then pull the
needles back one
by one until
proper loops have
been formed on
the last few
needles the same
size as the rest
of the loops.




CAST-ON (continued)

With your Accessories, you will find a Nylon
Cast-on Thread. Lay this thread between the
needle hooks and the wire gate and hold both
ends together pulling down firmly. This thread
must be round the last peg outside of the
needles on each side of the knitting. Be sure
to pull the thread firmly down, as shown in

the diagram, so that it is well below the
needle hooks.

R

Pull back any slack wool as shown on Page 15.

Now move your carriage from left to right until it is well past
the last of the needles in "B'" position. Repeat this process
again from right to left all the time holding down the nylon
thread with your other hand until you have knitted 4 rows.

Make sure your carriage passes clearly past the needles before
returning to knit the next row.

Pull out the nylon thread.



REMOVING THE KNITTING FROM THE MACHINE

To remove the knitting from your
knitter quickly and easily without
casting off, remove the wool from
the Yarn Feeder.

Hold down your wool and your knitting with the left hand and
with your right hand ‘move the carriage across the needles.

The knitting comes away automatically from the needle bed with
an open edge which will run if not bound off.

Later in this book I shall show you how to cast off with a
perfect closed edge.

When you have reached this page, you have completed the most
important part of Vistamatic knitting.

If you are not sure of all points it is well worthwhile to go
back to the beginning and start again. All the rest of this
book will follow easily and smoothly once you are able to do
just plain knitting and are comfortable, relaxed and at home
with your knitter. So, do not hurry into the next programme.
Rather re-do this section two or even three times and if you
encounter any problems the next few pages will explain very
clearly how to overcome them. It is quite unusual but in
case they do happen,help is ready at hand.

Having mastered these past pages, you will find the next
really easy to do, fun and quick to learn and in no time at
all you will be well on your way to knitting the wonderful
things you are looking forward to for all your family and
friends. s



HELPFUL HINTS IF THE CAM BOX JAMS

It sometimes happens that the carriage becomes jammed in the
middle of a row.

If this does happen it is not serious and no cause for worry at

all. It is easy to release but DO NOT TRY TO FORCE OR HIT THE
CARRIAGE ACROSS THE NEEDLE BED ... THIS CAN CAUSE DAMAGE.

Return the Row Counter Tripper from position "B" to position "A"
(see Page 5).

To release, undo the knurled nuts to remove the Sinker Arm.
Now remove the Sinker Arm by slowly pulling it away from the
carriage. With your other hand 1ift the front of the carriage
up from the needle bed.

You will notice the back of the carriage is hinged and it raises
very easily away from the needle bed.

Still in its raised position, slide it across the needle bed
well away from the needles which are in knitting position "B"
and then lower the carriage back onto the needle bed.

Remove the wool from the Feeder, check your Sinker Arm,above and
below,to see that there is no wool wound around the brushes and
that the Sinker Arm is clear, then replace it on the carriage.

Return Row Counter Tripper to position "B'". Rethread the wool
through the Feeder and tie the end onto the table clamp.

Should the needle heads get caught into the wool feed of the
Brush Assembly, remove the 2 white knurled knobs and ease the
Brush Assembly downwards and away from the trapped needle.

If 2 needle has "twisted" over the guard rail, 1ift the needle
gently over the intersection and into its proper position.

The carrizge may become jammed for several reasons and they are
all very simple to remedy and we illustrate them clearly on the
next page so as to make it easy for you to trace which one has
caused the trouble.






