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PREFACE

Our congratulations to you on the purchase of your new knitting ma-
chine — Model 360/260.

This Operation Manual has been prepared to assist you in using and
operating your knitting machine. [t is composed of four parts as pre-

scribed below.

PART 1 — Using 360/260KL ...... ... coviviniinns Pages 1—20
Part one contains the easy-to-follow basic information re-
quired for yarn preparation before knitting, setting up of
the machine, cast on and stockinet knitting with the Main
Carriage.

The Lace Carriage and its use is covered in PART 3.
If you are anxious to knit a garment in stockinet knitting
while using the Main Carriage, refer to the Knitting Manual.

Should you wish to use the Lace Carriage instead, refer to
PART 3.

PART 2 — Using 360/260K Carriage .........conv0ee Pages 21—42

Part two gives necessary information to knit a wide range of
stitch patterns in mono/polycolours using the Punch Card.
Over a hundred stitch pattern samples have been introduced
in the Pattern Book.

PART 3 — Using 360/260L Carriage. . ........ovunus. Pages 4360
Part three contains the easy-to-follow basic information re-
quired for the Lace Carriage covering setting up of the Lace
Carriage, cast on, stockinet knitting and how to knit lace
patterns using the Punch Card.

PART 4 — Using 360/260KL ............coviunnn.. Pages 61-71

Part four guides you to WHAT TO DO, HOW TO DO and
MAINTENANCE of the machine as a lifetime companion
of you.

If you are in need of further information or knitting accessories for your
machine, please do not hesitate to call on your nearest knitting shop or
service centre.

Enjoy knitting!
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VMACHINE AND ACCESSORIES
: 3

60K /L Knitter

60K /L Knitter

BOK/L

Built-in Accessorv Box
Pattern Card Panel

. Knit Contour (Radar}

Row Counter
Needle Bed
Main Carriage

" Lace Carriage
H0K/L
 Accessory Box

Pattern Card Panel

: Row Counter

Main Carriage
Lace Carriage
Needle Bed

2

ACCESSORIES — 360/260K

1
2
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Clamp (2)
Carrigge Fastener
3B0KL
280KL
Auto Tension
Yarn Rod
Claw Weight (2}
Ravel Cord (3)
Gauge Scale
Needle Pusher
Transfer Tool
1x2
tx3
2x3
Tapestry Needle
Tanpet
Crochet Hook
Punch Card {20}
Card Snap (4).
Pont Cam M (4}
‘eft

fignt

[

07321201

07080617
07241201
07011604
07021751
07422009
07332000
08252116
07282006

07352008
07362007
07372006
07402001
07312002
07440621
07701618
17121008

07641756
07631757

16
17

24

**

Yarn Separator {4)
Magic Cam (2}
left
right
Card Guide *
Spare Needle {3}
Cleaning Brush
0il
Auxiliary Feeding
Cam **
Scale Set **
Stitch Scale {7}
Centre Scaie (B)
Pattern Paper (19) ¥*

exclusive for 260K/L
exclusive for 360K/L

17221201

07171606
07161607
17581000
01130616
07342009
07622008

07170814
08142119

08242117
07740609

(To order. specify part name with

part number}






PREPARATION OF YARNS

Your machine has been designed to give you perfect results using a wide range of yarns from
cotton thread to very thick yarn. However, for practice it is best to start with A NEW MEDIUM
4-PLY YARN (see page 9).

Correct preparation of yarns before you start knitting is very important. This extra care will make
knitting maore enjoyabie, easisr, and the quality of your garment much better,
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It is impossible ta knit from a hank of yarn or hand wound ball. You must
open it and place it on your arms {or on an optional Skein Holder) to wind
it into a ball, suitable far machine knitting. For winding yarn, use of an
optional Yarn Ball Winder is recommended.

Yarn Ball Winder, a useful optional accessory.

When yarn is rewound, ensure that the yarn end comes out
freely without !ifting the ball from the tabie.

We recommend you wax the yarn during winding by simply
letting the yarn run over an ordinary white candle or
knitting wax.




SETTING UP THE KNITTER

Place the Knitter on a table with the Carrying Handle away

from you.

Unfasten the latches.

Lift the Top Cover slightly, pull it towards you and remove

it from the Knitter.

Loosen both Arm Nuts by turning them in the arrowed

direction,

Remove the Carriage Fastener.

Do not fose the Carriage Fastener as this is used for securing
the Carriage to the Needle Bed while the Knitter is not in

use,

Remove cardboard needle protector from the front of the
Needle Bed.




1. CARRIAGE

A — Side Levers
B — Russel/Front Levers

C - Stitch Dial
D — Cam Lever
E — Arm Nuts

F — Release L ever

. BUILT-IN ACCESSGRY BOX
ift the lid to remove the accessaries.

3. PATTERN CARD PANEL

F
A — Punch Card Insertion Slit
B — Touch Levers

=

C — Card Row Number Indicator
D — Stop Knab
E — L Knab
F - Punch Card Feeding Dial

. ) 4. KNIT CONTOUR (RADAR)

T I (¢ >R ST o7
Pl = i;g" A‘ﬁ‘E See Knitting Manual,
SRR 5

5. ROW COUNTER
To reset numbars, turn the knuried knobs “A”, “B"
and “C" to either direction.

“D" — Row Counter Set Lever
V¥.....0pgrating position
@......locked position

6. TOOL HOLDER




o 1. CARRIAGE

¢ ] A — Side Levers
B — Russel/Front Levers
C — Stitch Dial
0 — Cam Lever

E — Row Counter Triper*
F — Arm Nuts
G — Release Lever

* To engage the Row Counter Triper with the Row
Counter, lift it and point it towards the Row Counter.
To disengage the Row Counter Triper, lift it and turn
it to the side.

2. PATTERN CARD PANEL

A — Punch Card [nsertion Slit

B — Touch Levers

C — Card Row Number Indicator
& D — Stap Knob

E — L Knoh

F — Punch Card Feeding Dial

T,
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3. ROW COUNTER

To reset numbers, turn the knurled knohs “A”, “B”
and “C" to either direction.

4, ACCESSORY BOX )
Lift the Accessory Box and remove it from the Knitter,

5. Use the Accessory Box Lid as an accessory tray by
fitting it onto the pin on the right side of casement.




CLAMP

Insert the Clamps into the slots at the bottom of Needle
Bed.

Fasten the Clamps by turning screws in the arrowed
directian.

ARM

Relgase the wire spring “A" from holding bracket “B”
located inside the Top Caver and remove the Arm "C".

A — Yarn Feeders

B — Tuck Nobs

C — Weaving Knobs

D — Weaving Yarn Holders

Insert the Arm under the two Arm Nut screws.

Push the Arm as far as it will go and tighten the Arm Nuts
firmly by turning them in the arrowed direction.

Do not attach this Arm to the Lace Carriage.

Ensure that the Arm Nuts fit carrectly into the cut-out of
the Arm.



Raise the Carriage Handle.

AUTO TENSION

Remove the Auto Tension A’ and Yarn Rod “B" from
A the inside of the Top Cover.

Turn the two Tensian Springs “C"" until they snap into
pasition,

Insert the short bent end of the Yarn Rod “D” into
the left side handle hracket socket “E”,

Raise the Tension Guide.

Place the Auto Tension onto the Yarn Rod.

®@e 8 ©




THREADING AUTO TENSION WITH TWO COLOUR
YARNS A, B

For practice, prepare TWO NEW BALLS OR CONES of
different colour medium 4-ply yarns A, B and thread them
as follows:—

MAIN YARN A

Thread the left side of Auto Tension as follows:—

1. through left Tension Guide eyelet,

2. between two Tension Discs “A” and under the copper
colour Guide Pin “B",

3. through left yarn guide eyelet,

4, through left Tension Spring eyelet,

5. through left yarn guide eyelet.

Pull the yarn end and hook it in the upper Yarn Clip “C".

SECOND YARN B

Thresd the second yarn into the right side of AutoTension
in the same manner as you threaded the main yarn into the
left side of the Auto Tension.

Hook the yarn end in the lower Yarn Clip.

ADJUSTING TENSION DIAL

Adjust the Tension Dial according ta type of yarn as guided
below by turning the Tension Dial “A” untii a required
number corresponds to the € shape cut-out “B8",

In this instance, 3 is suitable.

Cotton or nylon thread ... ...... 6-7
Thin yarn (2-ply). . oo v 4-5
Medium yarn {4-ply). . .......... 3

TRV mperesemseamrm e m 1-2

Incorrect threading of the Auto Tensian will never sssure
success in knitting. Before going further, ensure that:

1. correct tension is given to yarn,

2. yarn comes out freely from yarn ball.

It is advisable to pull out a certain length of yarn of the
ball before starting to knit.



LATCH NEEDLE

i B c A — butt
}" M B — latch
R A R : C — hook

NEEDLE POSITIONS

On both left and right ends of the Needle Bed, the letters
A, B, C and D associated with brackets “1" are engraved.

@ p

To operate the needles, align their butts within the brackets,

o o

— ngedles do not knit.

neadles knit stockinet and stitch patiern,

— needles knit stockinet only.

— needles do not knit with Russel Levers at 1.

Jud needles are knitted back to B position with Russel

OO W
|

|

|
?— [——— o]
o R ———

T Levers at H.
A S
J ( NOTE: C AND D POSITIONS ARE NOT APPLICABLE
A B C D TO MODELS 360/260L.

ALIGNING NEEDLES

Ensure all needles are in the “]"* A non-knitting position. {f
some needles are not, using the straight edge of the Needle
Pusher push the needles to “A’ non-knitting position.

Tt

W

Slide the Carriage across the Needle Bed a few times to
ensure it moves smoothly.

if the Carriage does not slide smoothly, ensure that the
Arm Nut fits correctly into the cut-out of the Arm.

- 10 -
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TO CAST ON

Push up 35 needles on the right and left side of centre (0},
70 needles in total, from A position to D using the Needle
Pusher.

SETTING CARRIAGE

Stitch Dial c.reserneeeeeressreesoseneesserisnses
C8M LBYEI.uisoseeaeescrecrresireseeanrenemsiesaes A
Side Levers {left and right}...... . 4
Russel Levers (left and right) .......coo....... I
Weaving Knobs {left and right).....e.ce-O
Tuck Knobs {left and righth..essnre.O

Stowly move the Carriage across the Needle Bed until it
has passed all the needles.

The needles are aligned in B position. Place the Carriage
at the right side.

Using the Needle Pusher, push every 2nd needle from B to
D position.

A SRR\
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Both Side Levers.
Both Weaving Knobs.......o.imeeemireierennerss &

To set the Weaving Knob to aw, slightly push it forward,
it will drop into position.

Open Yarn Feeder by moving the Yarn Feeder Gate A"
to the left.

Remove the main yarn end from lower Yarn Clip and bring
it to the Yarn Feeder.

Hold the yarn with both hands and slide it into the Yarn
Feeder.

Close the Yarn Feeder by maving the Yarn Fesder Gate
“A" to the right.

Hold yarn end beneath the Arm and eliminate slack yarn
by pulling the yarn down at the back of Yarn Rod until
the Tension Spring is nearly in a horizontal position.
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Pull yarn approximately 40cm. and extend it from under-
neath the Plestic Round Brush Cover in the Arm and lay
it across alt needles in D position.

Hold the yarn end at the left side of the needles.

Slowly move the Carriage from right to left until it has
passed all the needles, knitting 1 row.

Ensure that the Arm has passed the last knitted needle by
approximately 2—3cm. before knitting the next row.

Knit 3 rows.

Ensure that the Arm has passed the last knitted needle by
approximately 2—3cm. before knitting the next row.

Both Side Levers..........ceeeecrerervecerrrmrens v
Both Weaving Knobs......c.ccriuerrerrnrennen
int 20 rows.

VTS L
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LEARNING ABOUT STITCH SIZE AND YARN

STITCH DIAL

Ensure that the correct Stitch Dial number is always
selected for the yarn you will select.

Stitch Dial regulates the size of a stitch. When the Stitch
Dial is set to O, the tightest stitch size is obtained.

{smaliest stitch)
When the Stitch Dial is set to 10, the loosest stitch size is

obtained. (largest stitch)

To select a number, turn the Stitch Dial until the required
number or dot carresponds to A.

If the tension is too tight — it will be difficult or even
impossibie to knit, you will use more yarn and waste money
— your garment will be hard and uncomfortable to wear.
If the tension is too loose — your garment wifl have no
shape or will very soon lose its shape.

For practice, continue to knit with different Stitch Dial

numbers as follows:—

1. with the Stitch Dial number 3, knit 10 rows — tightest
stitch size is obtained.

2. with the Stitch Dial number 9, knit 10 rows — loosest

stitch size is obtained.

TITCH SIZE AND STITCH DIAL NUMBER FOR A
“ARN

v — Stitch Dial at 1 with varn @ (2-ply)

i — Stitch Dial at 5 with varn ® (4-ply)

» — Stitch Dial at 9 with varn & (thick)

Type of yarn Stitch Dial

(D Cotton thread _ 2 =3

® Thin yarn (2-ply)

@ Summer yarn
_ @ Light varn {3-pty)

® Medium varn {4-ply)

® Thick yarn

@ Mohair (e_yery_.second needle)

oD || sw|w|N
|
W|= O w

@® Very thick yarn
| {every second needle)

hl



KNITTING STRIPE PATTERN

For paractice, continue to knit stripe pattern using two
different colour yarns alternately in the Yarn Feeder (.

Stitch Diat............ sinnd

Open the Yarn Feeder by moving Yarn Feedsr Gate "A”
to the left.

Remove main yarn from the Yarn Feeder.

Place the main yarn at the cut-gut “B” at the side of
Needle Bed.

Remove the second colour yarn fram the lower Yarn Clip
and pull it down towards the Yarn Feeder.

Hald the second colour yarn with both hands and slide it
into the Yarn Feeder.

Close the Yarn Feeder by moving the Yarn Feeder Gate
to the right.



Fasten the yarn end to either Clamp.

Eliminate slack yarn by pulling the yarn down at the back
of Yarn Rod until the Tension Spring is nearly in the
herizontal position.

For practice, knit 6 rows.

Ramaove the second colour yarn from Yarn Feeder © and
place it at the cut-out as done for main yarn.

Remove the main yarn from the cut-out and slide it into
the Yarn Feeder (D with both hands.

Eliminate slack yarn,
Knit 6 rows.

By using two yarns alternately, stripe pattern can be knitted.
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DECREASING 1 STITCH
You can decrease 1 stitch on both sides of the row.

Using the Transfer Tool, transfer the end stitch onto its
adjacent needle.

Push back the empty needle to A paosition.

For practice, knit more rows decreasing 3 stitch on both
sides of the row,

DECREASING MULTIPLE STITCHES
You can anly decrease on the Carriage side.

(@ On the Carrigge side, hold the fabric towards the
Knitter.

Transfer the end stitch to the adjacent needle.

@ Push the empty needle to A position.
Push the second needfe to D position until both stitches
are behind the latch.

(@ Lay yarn from right 1o left on the open hook of the
needle.

@ Hold yarn slightly down and push the needle back to
B position.

The two stitches slip off the needle.

® - Continue this pracedure until the required number of
stitches have been decreased.

Place the last decreased stitch onto its adjacent needle.

For practice, decrease four stitches an both sides.



NCREASING 1 STITCH
Y ou can increase 1 stitch at a time on the Carriage side.

Push 1 needie on the Carriage side from A to B position.

Far practice, knit more rows increasing 1 stitch on the
Carriage side on the row.

INCREASING MULTIPLE STITCHES

You can only increase on the Carriage side.

Carriage is on the right side.
1. Pull some varn from the Yarn Feeder.

2. Push the required number of needles from A to D po-
- sition.

3. Wind vyarn loosely around the empty needles in the
anti-clockwise direction.

4, Push loaps against sinker posts.
5. Eliminate slack yarn.

8. Continue knitting.

A

When the Carriage is an the iaft side, wind yarn around the
nesdles-in the clockwise direction.

For practice, increase five stitches on both sides.

-18 -






