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Select a garment from these pictures.

It is advisable to knit “Lady’s Pullover” as a first try, as
the pullover required most of basic technigues.
Prepare the pattern paper and instruction leaflet for

the selected garment.
This book contains the instruction of “Lady's Pull-
over”.

Prepare the yarn and others following “Materials” on
top left of each instruction.

Select your size, if necessary, following “Finished
Measurements” on top right of each instruction.

Set up the machine following this instruction book.
Take a tension gauge following this book.

Calculate the stitches and rows on selected size of the
selected pattern following this book.

Knit a garment following each instruction.
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HOW TO SET UP THE MACHINE

Remove two Clamps, the Tension Spring and the Row Counter from the Box.
Turn Clamp Screws as far down as they go.

. S &

Tension Spring Row Counter

Place the Knitter on the table as shown below.
Insert the Clamps into the slots "A™ at the bottom of

Needle Bed.

Fasten the Clamps by turning in the arrowed direction.

Align notch "B” with Groove “C" and insert Tension Insert the foot of Row Counter “D" into either slot “E”
Spring into Carriage. at the back of the Needle Bed.

Raise the Handle
E 8 _into position
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NAMES AND FUNCTIONS OF EACH PART

Feeding Lever

Operates the Row Counter
Release Lever

Tension Spring Releases the Carriage from the Needle
Holds yarn under tension. Bed.

Row Counter
Count the knitted rows automatically.

\.@

Handle

Needle Bed

Rear Ralil

Yarn Feeder
Carriage

Yarn Guide B
Yarn Guide A
Stitch Dial
Front Rail Regulates the size of Stitch
Latch Needle
Latch Needle
. a. needle roller
b Push the roller to place the needle
C

in the correct position.
M b. latch
C - c. hook
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'How to remove Carriage from Needle Bed |

1. Pull forward the Release Lever “A” and lift up the 2. Move the Carriage forward.
back of Carriage.

- Eih

'How to replace Carriage on Needle Bed |

Method 1. Method 2.
Fit the Carriage Groove "B" to the Rear Rail “C". Align needles in A position.
Slide Carriage horizontally along Needle Bed. Pulling forward Release Lever "D" fit the Fabric

Presser "E" to Sinker Posts “F" and fit the Carriage
Groove “G" to Rear Rail “H".

Make sure Carriage moves smoothly on Needle Bed.
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'Needle positions |

The letters A, B, C and D at both ends of the Needle Bed show different needle positions. Each letter denotes a

different functions for the needle.

Ao non-working position

= J—— knitting position

i

To operate the needles, position the needle rollers within the “(” mark.

'Yarn and Stitch Dial

.

Dial Number according to the thickness of the yarn.

yarn, the lower the Stitch Dial Number.

B resting position for working needles

oo | |8
(C? a G cuwronn knitting position for rested needles

To obtain correct stitch size, or suitable tension for a garment, set the Stitch

The thicker the yarn, the higher the Stitch Dial Number, and the thinner the

™

Type of yarns Stitch Dial
@O ~ @ thick yarn 1~3
@® ~ ® very thick yarn J=B
® ~ @ extra thick yarn G
~@® sgﬁger extra thick 8~09
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ACCESSORIES
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AAANANNNANANAAAANANAANADN Claw Weight (2 pcs.)
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Cast-on Comb (3 pcs.)
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Comb Connectar (2 pcs.)

Needle Pusher

’__—————
q ____E Oil Tapestry Needle
Transfer Tool 1—2 |

2—3

—=)

1—3 (1 pc. each)

Loeee
Tappet Tool O
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Pattern Paper & Instruction leaflet
Knitting Scale (E1 — E9) (half size)



TAKING A TENSION GAUGE

Tension Gauge indicates how many stitches you need to cast-on, and how many rows you need to knita 10cms.
square. _
It is very important to take a correct tension gauge to ensure that your garment is the correct size.

-

_Knit a Tension Swatch |

Totake a correct tension gauge, the tension swatch must be knitted in the same stitch pattern, with the same yarn
and Stitch Dial number as to be used for a garment.

1. Prepare yarn.
Prepare the same yarn as for the garment.
It is impossible to knit from a hank of yarn or hand wound ball, so unwind them into a basket or a box

2. Arrange needles.
Place Carriage on the left side of the Needle Bed.
Push 15 needles on both sides of the centre “0" to B position (30 needles altogether) using straight side of Needle
Pusher.
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eedles needles

Centre "0
The needles are numbered from 10 — 40 on both
sides of centre "0".

Move the Carriage to the right until it

E O/ H T { h passes all the needles in B position

I then return it to the left.
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3. Thread yarn.

Set the Stitch Dial referring to page 4.
Place the yarn on the floor in front of the machine and thread it through Carriage in the following

manner.

-~

<+ yarn end

yarn guide B

1

Hold the yarn end above Yarn
Guide A. Hold the yarn running
from the ball below the guide. Slide
the yarn from the left side and click
it into the eyelet of the Yarn Guide
A.

=

yarn end
—— b e v

yarn guide A

2

Slide the yarn to the left
into Yarn Guide B.

Using 1 X 1 side of Needle Pusher,
push every other needle in B position
back to A position.

Click the yarn into Tension Spring

eyelet.
ﬁ

tension spring eyelet

Slide the yarn right back
into Yarn Feeder.

K yarn end J

~

yarn feeder

r
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How to remove the yarn
from Yarn Guide A.

Hold the yarn as shown
opposite. Bring the yarn from
behind Yarn Guide and slide

it to the right. )
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4. Knit 1 row.

Holding yarn end underneath Yarn
Feeder with your right hand, elimi-
nate slack yarn by pulling yarn
under Yarn Guide A.

It is advisable to
pull out a length of
yarn from the yarn
ball.

5. Hook Cast-on Comb on sinker loops as shown.

Move the Carriage from the left to the right.

e
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Hold the yarn end under-
neath Yarn Feeder.
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4 Opposite side of Carriage. A

Hook yarn end to
Yarn Clip. )

\Yam cflip \\

\

( Carriage side. )
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When the loops get smaller at the
edge, push the needles with small
loops one by one to B position. )

-

Join Cast-on Combs with Comb Connector according to
the width of the knitting.
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Insert one end of Connector into slot on the side edge of a
Comb and join another Comb in the same manner.

Hang the Comb so that it is balanced horizontally between
working needles.

What to do when using a lot of needles

~

At Carriage side,
unhook this length of
yarn from comb.




6. Knit a tension swatch.

Set Row Counter to 000 by turning
dial.

Knit 3 rows at an even speed
ensuring the Carriage has passed
the last knitted needle by approxi-
mately 3 — 4cm. before knitting
next row.

Hang Claw Weights on both edges
of fabric.

Continue to knit until Row Counter
shows 040.

MAKE A NOTE OF THE
STITCH DIAL NUMBER.

Return needles in A position to B
position, using plain side of a Needle
Pusher.

oy s A — Non-working position

~7"B — Working position

-

Row Counter will also fit
on this side of Needle
Bed.

‘3"-"h.l‘ll
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CAUTION

If the Carriage jams see page 29.
Do not push the Carriage by force.

Do not lift the Carriage while knit-
ting.

When you knit a garment,
move the Combs and
Weights up every 20 rows
as shown.




7. Remove the fabric from machine.

Remove Cast-on Comb and Holding the fabric, move Carriage once. The
Claw Weights from the fabric. fabric will be removed from the Needles.
Remove the yarn from Carriage 3

and cut the yarn end.
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( What to do when the yarn is running out.

If there isn't enough yarn to complete a
row, remove the yarn from the Carriage
and hook the end to a Yarn Clip.

77777 TTTTT T Iii}
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Thread new yarn through the Carriage and
knit 1 row.

Tie two yarn ends loosely at the edge and
continue to knit.

777777777777 TTTTTITIE S& =l If the yarn is more than 3 times the width of
T knitting, you can knit another row.
T I "
— e e e If there is a knot in the yarn, untie or cut at
this point and work in the same manner as
K above.

One more row can 2
be knitted. Do not knit knots.

10



'How to obtain a tension gauge |

By measuring a tension swatch, you can obtain a tension gauge.
Measure a swatch correctly as follows.

Roll the swaltch into a tube from side to side, and pull
to close the stitches up.

Allow the swatch to rest for several hours, to return to
its natural condition after being stretched on the
machine.

Press according to yarn manufacturer's instructions.
Allow to dry before taking tension gauge.

M5 eI
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Place a ruler along stitches on the same row at the Place a ruler down a row vertically at the centre of the
centre of the swatch. swatch,
Count the number of stitches within 10cm. Count the number of rows within 10cm.

These numbers are called TENSION GAUGE. Make a note of them, together with the Stitch Dial number.
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CALCULATE THE NUMBER OF STITCHES AND ROWS

‘Select two Knitting Scales

The Knitting Scales are marked to represent stitches or rows required to knit 10cms. Each mark on the Knitting
Scale represents % stitches or % rows of their actual size. Therefore, half scale patterns should be used. If the
shaping is the same at both sides, only half the pattern is required.

Nine Knitting Scales are provided, covering 36 gauges in all, from 9 to 30. These are shown in the table below.

ScaleNo. | E1 | E2 | E3 | E4 | E5 | E6 | E7 | EB8 | E9
9 1 13 [ 15 |17 [ 19 | 21 23 | 27
Range of |-
stitches/ [ 95 [115[135(155|175(195(215| 24 | 28
rows S
10 |12 |14 |16 | 18 | 20 | 22 | 25 | 29
105 (1251451165185 (205)225| 26 | 30

LN

Before beginning to knit a garment, a tension gauge of
the knitting should be taken, and the correct Knitting
Scales selected.

e.g. If the tension swatch gives a reading of 15
stitches for 10cms., use the Knitting Scale with 15
at the left end.

If the tension swatch gives a reading of 23.5 rows
for 10cms., use the Knitting Scale with 24 at the
left end.

"__How 1;9 calculaté the“i'_lumbe_r_j_of stitches and rows]

On the pattern, horizontal lines represent stitches, and vertical lines represent rows. Slanting lines represent

increasing or decreasing stitches and rows.
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Horizontal and Vertical lines

Place the selected Knitting Scale on a pattern
reduced to half scale, and read stitches and rows.

To measure horizontal lines, use the Knitting Scale
with the same number as the reading for the stitches
on the tension swatch.

To measure vertical lines, use the Knitting Scale with
the same number as the reading for the rows on the
tension swatch.

Along a Slanting line

Slanting lines can be steep or gentle ones. The side
@, under arm @. and V-neckline @ are the former,
and the shoulder slope ® and side dart G) are the
latter.



