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eMACHINE

Accessory Box Row Counter

Yarn Tension Unit Hole

ST llll

oK-CARRIAGE

Knit Leader
Tripper

\

Cam Button 7
Release Lever g

Holding Cam

Tension Dial

umnmmnﬂm:unﬂnnmmmmmmmmunmmm HIJ;LH‘.II.IJ.IIH.ILLU

Change Knob

‘ ~_ Row Counter
Tripper

Carriage
Handle

Lever

Cam Buttons

Weaving Pat-
tern Brush

Sinker Plate
Assembly

Weaving Pat- _
tern Lever

Yarn Feeders
Feeder A -
Feeder B -

Yarn Feeder
Lever

Thread with main yarn
Thread with contrast yarn
when knitting Fairisle
Pattern.



Push Button Card Lock Lever

Accessory Stand

Card Opening

Feeding Knob

Carriage Direction Indicator

Needle

Needle Position Indicator

eCASE

For fixing the Extension Rails

Rear Rail

Needle Bed

Gate Peg

oNEEDLE

Hook Latch Stem Butt Shank

e ==

For fixing the Sinker Plate Assembly

and Cast-on Comb For fiing e

L-Carriage

. -



Cast-on Comb o

Extension Rails [L SRS « S J\

Punch Cards (20 pcs.) L-Carriage

L-point Cam

for 4-needles for 8-needles
(6 pcs.) (6 pcs.)

One-point Cam (1 pce.)

ra

L

Motif Knitting Cam M (2 pcs.)
= -
Motif Knitting Cam L & R (1 each)

]
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Crochet Hook

— ——

Latchet Tool

c >

Transfer Tools
(Tx2.1x%3,2x%3)

e
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== « ) —=
Needle Pusher
aipipialptpipipipipigigUpigipipiginiy

L

Cast-on Thread

Tapestry Needle

[< ———

Spare Needles (3 pcs.)
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Plating Yarn Feeder

Hand Brush

P

SRR

Yarn Wax

Plastic Punch Card Snaps (4 pcs.)

Oil

Carriage Lock
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Place the machine on a firm table, with
the Carrying Case Handle away from you
and unlock the catches.
Lift up the case top and pull it towards
you to release the lid.

Take the two Table
Clamps out of the Ac-

cessory Box.

Table Clamp

N

g

// e

7

\\x

7S

(g) Open the Accessory Box.

4 Fasten the machine to the 5 Loosen the knob and
remove the Carriage Lock.

table with the Table
Clamps.

Y~
A

N N =

N

W

Carriage Lock

Release Spring and

remove the

Sinker Plate

Assembly from the lid of
the Carrying Case.

7 Screw the Sinker Plate @ Raise the Carriage Handle
Assembly onto the K- by pulling it towards you.
Carriage.

Sinker Plate Assembly

~ 1=



‘.-'9 Take the Yarn Tension Unit out of @ Unwind the Take-up Springs from 11 Lift the Front Guide Arm in
1 the Carrying Case lid in the order @, the Rod. the direction of the arrow

@, @, as shown. as far as it will go.

1 3 Turn back the Take-up Springs until @ Raise the Rear Yarn Guide. @ Insert the end of the Rod
%" you hear a "Click.”. into the hole at the back of
the machine.

Rear Yarn
Guide

Take-up Sbrings

B

The machine is now set up.

~4g=




REPLACING YOUR MACHINE INTO THE CARRYING CASE

%
3

3 o : G €h Fold down the handle on the L-
This is how your machine should look when it is packed away. L Carriage. Push the Release

Button and replace the L-

Carriage in the Carrying Case.

Release Button

:2’\ Join the two sections of the t’é\ Lift the Spring and replace the ("4';\ To remove the Extension
=/ Cast-on Comb. \&/ Cast-on Comb back into the Lid. "2/ Rails, lift up and pull.

Connecting Plate

\

5\ Put the Extension Rails in the ;"é\‘ Remove Yarn Tension Unit and {"?\J Wind the Take-up Springs.
&/ Carrying Case. \9/ fold down the Front Guide Arm. P

(8) Next fold down the Take-up @ Fix the Take-up Springs as shown 40 Put the Sub Take-up Spr-
"=/ Springs. in the illustration. ing on the Rod.

_15 _



44 Fold down Rear Yarn Guide. 45, Replace the Yarn Tension Unit 4@ Loosen knobs and remove the
) 12 13

< into the Case in the order @, @, Sinker Plate Assembly from the
@ as shown. K-Carriage.
= —— g—-——*—ﬁ:"—' —
e — T .‘:) L Fr:j-
@ f\ﬂ:)L$ A %
= .- 4
+ e ® <o -

;:|© Put the Sinker Plate Assembly in 15 Push all Needles back to A Posi- @ Unscrew the Table Clamps and

¥ the Case where indicated and ‘¥ tion and fold down Handle on K- put them in the Accessory Box
secure it with the Spring. Carriage. with the other parts.

Insert the Carriage Lock into the

hole in the left side of the

machine and secure the K-

Carriage as illustrated.

p— ¥ ]

=

@ Hold the lid and replace it as

shown. When it is in place, lock
the two catches on either side of
the Handle.

Do not store your machine in the

following conditions. X 2
1. Indirect or strong sunlight. %,

2. Close to a hot object such as a heater. - -
3. In humid or dusty places. _ =

0
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ORE STARTING TO KNIT

e CAM BUTTON
e HOLDING CAM LEVER RELEASE LEVER

Release the Cam Buttons by sliding the Cam

) o Button Release Lever to the right.
For Partial Knitting

H
‘ Except Partial Knitting |\
N

e CAM BUTTONS e WEAVING

Use the Cam Buttons according to the pattern you want. PATTERN
LEVERS

TUCK STITCH PATTERN |  FAIRISLE PATTERN WEAVING PATTERN

Pushinthe 2 left buttonsat | | Push the middle button. ' SetlLeverstoW.T Weavmg

the same time. 1 | Brushes in use.

~ 4aTUCK®

J"-uJJC‘

SKIP STITCH PATTERN | Other occasions

Push in the 2 right buttons at Set Levers to N Weaving

the same time. Brushes not in use.

S |7



@ CHANGE KNOB

| CR B F-_-_-____W
| This setting is used |
| to release the K- : M
| Carriage from the CR@ ”
needlebed. |
| KC—
N.L N.L

This setting is used
for Stocking Stitch,
Plating and Lace.

Bl The Cam Buttons are automatically released
when you set the Change Knob to N.L.

¢ TENSION DIAL

— 5i)

‘

’ QT T @3:,‘

Thus dial is graduated from 0 to 10 each space being
subdivided into three parts. With this dial you can alter
the size and tension of your stitches. 0 is the tightest
tension (i.e. the smallest stitch) and 10 is the loosest ten-
sion (i.e. the largest stitch). You should adjust the dial to
a higher or lower number according to the thickness and
type of yarn you are using.

3
;-
-
-
3

LeCEs

R TEC LT LT LN

A e A
PR LI LT T

Lot SR EL L E TR’
I CC LT LT LLTLRT

AR SRR LR R AL L L L L un
L EARCL I IR LLCKT

® higher number

e

For Single Motifs

KC
For stitch designs that require needle
selection.

~— Needle Selection

{— SM

During pattern knitting the needles are
automatically set into B position or D
position according to the pattern.

Punch Card perforations

éoe oo T
bb bbbk Bz

I

End needles are set into D Position
regardless of the pattern sequence by
end needle selection mechanism.

TYPE OF YARN ﬁ_ﬁ%doBthAENDED TENSION DIAL
Very fine yarn 0-3
Fine-yarr-w - o - 3-5
Mediu; yarn | 4-6
[ Thick yarn 770
Very thick yarn - . 4-6* o

As there are so many different types of yarn, it is im-
possible for us to tell you which Tension Dial Number
you should use. You must decide for yourself which is
correct for your yarn by working sample swatches. Use
the information above as a rough guide only.

* Forvery thick or bulky
yarns, use every other
needle or even every
third needle.

Posmon




e CAST-ON COMB

The Cast-on Comb is in two sections of 140 and ; :

60 needles, making a total of 200 needles. You Using the connecting plate
can take these apart by removing the Connecting With a 140 or 60 stitch
Plate if you wish to shorten the length. ' Cast-on Comb.

® 200 Stitches . T \ Use the Connecting

| Plate as a Yarn Clip by
| attaching it to the end of

L | 2
- | \ |

Yarn Clip |

e A

[ = —— —

With a 200 stitch Cast-on

Comb.
¥y Use the Connecting
Plate to join the two
» Cast-on Combs togeth-

‘ er.
|
I
|

® 140 Stitches

B AR G

e 60 Stitches | %

e NEEDLE POSITIONS -

On both sides of the needlebed there are the let-

tersA, B, DandE.

A — Non-working position. (NWP) ,

B — Working position. (WP) Used for general knit- .
ting purposes.

D - Upper Working Position. (UWP) Selected
needles are brought to this position in pattern
knitting by the K or L Carriages.

E - Holding position. (HP) Used for shaping e.g.
necklines, shoulders, darts.

& When you pack your machine away, always

return the needles to A position.

e CARRIAGE DIRECTION INDICATOR

The Carriage Direction Indicator shows the direc-

tion in which the K or L Carriage is moving. = & L4 —_—
_ _ Carriage
ZQPp sewnis Moving to right Direction Indicator
4> e Moving to left

_10_



— e ROW COUNTER

\
The Row Counter shows the number of rows that e When using the Row Counter, don’t forget to set
have been knitted with the K-Carriage. the Tripper into working position.
When you want to set the number back to
again, turn the knobs in the direction of the arrows. | Working Position
[
( j 1
f I
|
[
|
=l |
888 |
| [
Lol jo] o) L —J ,
|
|
S >y I
[
|
[
|
|
' _
e L-CARRIAGE ~
With the L-Carriage you select and transfer stitches © h
automatically. Use this to make Lace patterns.
Lace Change Lever Lace Change Lever
™ N-Normal Lace pattern knitting é é
C_ _J
= F - Fine Lace pattern knitting (Ve i g}
\ ) a_ﬂgzyJ
\ 4
N J
— o CLAW WEIGHTS N
These are used to help your knitting hang properly o o
and to prevent it from lifting up whilst you work. e [f the edges of your knitting don't lie smoothly,
e Hang Claw Weights onto your Cast-on Comb so hang Claw Weights on both edges of the actual
that your knitting hangs evenly. knitting.
)
T
( e ih| MG
| H]
[ o JETE B o .
|
. _J/ \ v
_ Rehang the weights every 20 rows or so. W,

~20-




e END NEEDLE SELECTION

CARRIAGE

e END NEEDLE SELECTION MECHANISM

e The end needle selection mechanism works when
the Change Knob is set at KC.

® The end needles will now be automatically selected
on each row regardless of the pattern sequence.

N.L

MECHANISM OF THE K

Punch Card perforations

MMEW IE e

End needles are setinto D
Position by end needle
selection mechanism.

When knitting Open Stitch Pattern

® When knitting Open Stitch Patterns
using a Punch Card (when some of
the needles in your pattern remain
at A position) you will need to
cancel the End Needle Selection
Mechanism on both sides of the K-
Carriage.

@ Set the Change Knob at KC.

@ Remove the K-Carriage from Needle
Bed and turn the K-Carriage over.

@ Set both End Needle Selection
Cams to non-working position as il-
lustrated.

@ Place the K-Carriage back onto the

e Howto set Cams to Non Workmg position.

Needlebed.
(After you have finished knitting your
pattern, don't forget to return the

Cams back to working position).

. l Non-Working Position

® How to return Cams to Working position.

A 4

=

Working Position
































































































































































































































































