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In order to get the very best from your KS 901, you are requested to
follow the instructions in this manual as required. In this way you will
find this very easy to use.

Read carefully, take your time and follow the instructions step by step.

PART 1

PART 2

PART 3

PART 4

Here you learn how to set up the machine, prepare your
yarns, cast on and cast off. By the end of PART 1, you will be
able to knit any one of the garments on page 3. And you
learn how to sew up your garments, make pompons and a
number of other finishings.

This section shows you the fine range of stitch patterns you
are able to knit on your machine: Fairisle patterns, weaving,
tuck stitch, slip stitch, plaiting and Motif Magic knitting.

Here you find all you need to know for your practical knitting
techniques: shaping, increasing and decreasing in several
different ways, knitting hems and welts, V' necks and round
necks, darts, pockets with flaps, zip fastener openings,
small and large buttonholes as well as a buttonhole band.
All the things you need to know in order to make the lovely
garments you plan to knit for your family and friends.

HINTS-PROBLEMS-MISTAKES-CORRECTIONS

If you have any problems during knitting, refer to PART 4,
here you will find many hints aboutyour problem and how to
remedy it. Tension problems unravelling, changing needle,
cleaning your machine, dropped stitches and how to repair.
All this and many other things that you need to know. And
last but not least how to re-pack your machine.
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MACHINE

1 Needle bed 7 Feeder dial

2 Latch needles 8 Card slot

3 Sinker hooks 9 Motif magic control

4 Yarn holder 10 Row counter

5 Direction indicator 11 Accessory case

6 Card stop lever 12 Tool stand
CASE COVER

1 Packing diagram

2 Fabric presser

3 Upper tension unit

4 Upper tension rod

5 Extension rails

6 Cast on comb 4



MAIN CARRIAGE

16 15 14 13

1 Row counter lever 9 Thumb screws

2 Partial knit lever 10 Weaving yarn guides

3 Fabric presser 11 Card levers (a,b)

4 Weaving levers 12 Carriage release lever

5 T/L (Tuck/Lace) spring plates 13 Carriage handle

6 Yarn feeder 14 Pattern dial

7 Small thumb screws 15 Tension dial

8 Pattern indicators 16 Adjustment marks for plaiting

LACE CARRIAGE

i N\

B

1 (a, b)

v B )

1 Carriage release levers (a,b)
2 Carriage handle
3 Wheels



ACCESSORIES

1 Paraffin wax : 7 Nylon cord - 11 Brush o

2 Selector comb 8 Spare latch needles 12 Clamps

3 Transfer tools 9 Card snaps 13 Weights

4 Crochet hook 10 Oil 14 Carriage lock
5 Latch tool '

6 Tapestry needle

15 Cast on comb
16 Upper tension rod
17 Tension wire unit
18 Extension rails

19 Basic punch cards



SETTING UP THE MACHINE

Place the knittingmachine on the table, case handle away from you.
Unlock both latches at rear of machine case.

H /I O\

Lift up cover and move it towards you.

Push the lock lever towards left and remove the lid
of accessory case. (arrow)

Take both table clamps from accessory case.

Insert clamps into the slots underside of machine.
Secure to the table.

The machine should now be securely attached to the
table top.




While not being used, the carriage is locked to the needle bed.
Turn thumb screw at left of carriage in direction of arrow.
Pull carriage lock towards you and remove it from carriage
and needle bed.

Place carriage lock in accessory case.

Raise the handle.
(To fold down the handle, push the projection, small arrow,
and fold it backwards.)

Unhook the two lock levers and remove the fabric presser
from the case cover.

Loosen thumb screws and slide the fabric presser on to
carriage, pull the presser slightly forward so that both cutouts
fit round the screws and two pegs of carriage (arrows) into the
holes of fabric presser.

Tighten screws.



Unhook the lock lever to left 1, and remove the tension rod
and upper tension unit from the case cover.

Insert the angled end of tension rod well into the groove 2.
Slide upper tension unit on to rod, the end of the rod must fit
firmly into the notch of the tension unit 3.

Pull the front yarn guide 4 towards you and down, and pull the
rear yarn guide at the back of the rod 5 up towards the back.

*When packing the machine, push all needles back to A
position and take the same procedures above in reverse.

Your machine is set up.




PREPARATION OF YARN

SHES
2

»

10

A wide range of yarns and wools can be knitted on your
machine. However, if this is the first time thatyou are using a
knitting machine, use a soft medium thickness wool to start
with.

Careful preparation of yarn is important,it makes knitting
more enjoyable and saves a lot of trouble.

The top picture shows yarns wound up in five different ways.
A-cone and B-wound ball are ready and suitable for machine
knitting.

Do NOT use C,D and E as they are. They must be re-wound
first.

To prepare your yarns you should use the wool winder, a
useful OPTIONAL accessory. Insert the yarn end through
guide 1 and across the top of the cone 2, then turn handle 3.

While winding let the yarn run through or over wax,this will
smooth the thread. After the first winding the ball will be
somewhat tight so you need to re-wind a second time.

For this, first remove the yarn end from the top of the cone
and then the ball. Start re-winding with the inside end of the
ball. .

Do not use tangled or knotted yarn, untie or break the thread
and wind a new ball. Knots can cause carriage jamming or
faulty knitting.
To start knitting, pull the end of yarn from the inside of ball.
The yarn end should come freely from the centre WITHOUT
lifting the ball off the table.
Diagram Far LEFT: OK

LEFT  : Too tight.

If the yarn does NOT flow smoothly, pull out a small amount
from the centre and start knitting with the thread end 1.

It is impossible to knit from a hank, E in top picture.

Place the hank on the skein holder, optional.

Thread one end through guide and across top of cone and
wind as explained above.



YARN TYPES AND TENSIONS

S
TYPE !
OF
YARN A )
ACTUAL g : h
SIZE N e,

5 A

% e

SOFT | FINE IMEDIUM | THICK | THICK | CREPE | wooL | CREPE [«wooL THIN
ED
NAMES COTTON| FINE | o [ME plxM doly 20y oy | oty ok sply | 120ty |BOUCLE [yioinim | TWEED
TENSION 2~4 | 1-3 |1-83 | 2~4 | 3-5 | 5-6 | 4~6 | 5~7 | 6~8 | 8~9 |8~10| 4~6 | 4~6 | 4—6
LACE KNITTING 4-5 | 3~4 | 3~-4 | 4-5 | 5-6 | 5-6 | 5~-6 | 6~7 |(7~-8)| — — 4-6 | 4-6 —

*Use every other needle.

@ There are so many different types of yarn that it is impossible to tell you which Tension to use for which type of
yarn. The above chart can only be a general guide since names and types vary in each country.

® Same as for hand knitting, you need to find the correct Tension (stitch size) for the yarn you wish to use.
You will soon find out that stitch patterns look much better when knitted with the correct stitch size (Tension).

® In the centre of the carriage is the Tension dial. The dial gives you the choice between more than 30 settings.
Two little dots between the numbers are Tensions as well.

When the Tension dial is set to O, the stitches
will be TIGHT (SMALL).

When the Tension dial is set to 10, the stitches
will be LOOSE (LARGE).

® \When knitting double welts (hung hems) use Tension settings 2 or 3 numbers LOWER (TIGHTER) than for the
main knitting.

® TYPE OF YARN UPPER TENSION UNIT TENSION DIAL
Thin, fine yarn + 1o} 1104
Medium yarn 3 4107
Medium to thick yarn 3 to — 81to 10

1"




) = = NEEDLE POSITION
Al On BOTH sides of the needle bed are markings A—B—D—E.
B These are needle positions.
A - Non-knitting position.
o B - Working position for PLAIN.
D - Selected pattern needle position.
E E - Holding position for partial knitting.
o o

LATCH NEEDLE

HOO!& LATCH BUTT The knitting machine has 200 needles, 100 on each side of
J .
. centre and numbered in groups of 10 on the needle bed.

ROW COUNTER AND ROW COUNTER LEVER

At the LEFT side of carriage is the row counter lever. Liftitup
and towards the back as shown by the arrow. It will automati-
cally register a row when the carriage passes the row
counter.

Push it forward and down when not needed.
To set row counter to a certain number turn the small screws
at the top.

CARRIAGE SETTING

‘ﬁ Carriage is set in neutral as below. ‘
&: ) 1 Turn pattern dial so that green colour appears in the
<—I__I§|1 indicator PLAIN @,
Card levers to O.
Partial knit lever to O.
Both weaving levers, DOWN.
T/L spring plates, OUT: Pressing down T/L spring plates, |
push forwards the brush underneath fabric presser on its |
round cover.

| &
]
| @
| N
aPwWN




MOVING THE CARRIAGE

This is your knitting machine, ready for threading the yarn.

Before you start knitting you should get used to moving the
carriage smoothly across the needle bed.

Take the selector comb and with the straight edge bring the
60 centre needles from A to E position, 30 at each side of the
machine centre.

ol ELRERRRREE AR A mAnA A ARERAAIG R hpF 3ot b6}

( oy 115y
SARIEEE :

Slide carriage to LEFT, PASS the needles in E position and
leave it approx. 5 cm away from the last needle in working
position.

The needles have been moved to B position. Move carriage
across the needles, in B position until you achieve a smooth,
even movement of carriage, each time leave about 5 cm
space between carriage and the needles.

Leave carriage at RIGHT side of needle bed.
With the straight edge of selector comb bring the needles
BACK to A position.

UMM RNRRRE L




THREADING THE YARN

Place a ready wound ball behind the machine.
Pull out yarn end from centre of ball. Thread the yarn end
through the LEFT side yarn guide at the rear of the rod 1.

% In case yarns are threaded through both right and left
tensions, place each ball of wool apart.

Take thread to upper tension unitand in front of the rear pin 2.
Separate the two metal discs and pull thread between discs

and UNDER the pin BETWEEN the discs 3.
The yarn MUST be UNDER the small pin.

Place paraffin wax on its pin and pull thread under wax 4.

Take yarn towards the front and thread through the LEFT side
front yarn guide 5.



Thread the yarn through the eyelet of the LEFT side tension
wire 6 and pull it down towards the carriage.

Hang the yarn end at the front of the tension rod when not in
use.

Slide open yarn feeder (), 7.
Thread the yarn and close the feeder.

Carriage is at RIGHT.

Pull yarn DOWN below carriage and fasten the end to the
RIGHT side table clamp 8.

Release yarn from table clamp after knitted one row.
Make sure there is no slack anywhere between the ball and
yarn end at table clamp.

Please note: If there is slack yarn you will have large loops or
dropped stitches at the edges of the knitting.

ADJUSTING THE UPPER TENSION UNIT

For FINE yarns that need MORE PRESSURE, turn dial
towards == arrow 1.

For THICK yarns that need LESS PRESSURE, turn dial
towards ==_ arrow 2.

Turn dial forwards or backwards until the pressure on the
yarn is correct and the eyelet of the LEFT side tension wire is
on level with the front yarn guide as in top picture.

AT THE SAME TIME PULL DOWN YARN AT THE BACK OF
THE TENSION UNIT, this way you avoid having slack yarn
between carriage and yarn ball.



CAST ON

Here we have four different types of cast on:
AUTOMATIC CAST ON:

This can also be called ““cast on comb method’ and is used for
starting practically every type of knitting including tension
squares and samples.

OPEN CAST ON WITH NYLON CORD:

The stitches of the first row will be unravelled from the
bottom when pulling the knitting. This can be used when
knitting samples and swatches.

CLOSED CAST ON BY WINDING and
CLOSED CAST ON BY CROCHETING:

The stitches of the first row will not be unravelled when
pulling the knitting. This will be a final edge for your garment
and can be done with or without waste knitting.

By waste knitting we mean that you start a piece by knitting
several rows with a yarn that is not the one used for the
garment. As waste yarn you can use any leftovers up to 4 ply
or medium thickness. Waste knitting is very useful and
makes pinning out of the panel very easy.

The yarn is threaded through all LEFT side feeding
points of the upper tension unitand in the yarn feeder
(. Row counter shows 000.

Carriage is at RIGHT and set neutral as on page 12.
Take the selector comb, and with its 1/1 edge bring
the every other needle to E position.

Slowly move the carriage towards left, past the
needles in E position.

You will find that at left edge 2 or 3 needles are pulled to the
front and the yarn is straight.

With left hand pull yarn a little towards right from feeder, and
with right thumb push edge needles to B position.



Remove cast on comb from case cover.
Hang the short cast on comb on to the loops, be sure it is
balanced.

Using straight edge of selector comb bring the in-between
needles from A to B position.

By in-between needles we mean the needles in A position
between the needles in B position.

Slowly knit to right, past the working needles. All needles in B
position have loops.
Knit 4 more rows.

At beginning of knitting pull thread to right, this will tighten
the loops of the first row and prevent cast on comb from
dropping off the knitting.

Continue knitting, after a while break the thread above
carriage and attach the upper end on to the rod and pull the
lower end down below the carriage.

Hold cast on comb and slide carriage across the knitting and
back, the stitches will come off the needles.

Re-wind the yarn from the end, it can be used again.

* Reverse carriage after passing 5 cm out of the knitting.
Do not move it back on the way of a row.

* If carriage jams while knitting, see page 98.



OPEN CAST ON WITH NYLON CORD

Carriage is at RIGHT and all settings neutral (page 12).

Set required needles to B position.

Thread waste yarn through RIGHT side upper tension unit
and into feeder ().

Move carriage across and pass the needles.

Adjust loops at LEFT edge.

*On the first row knitted with “Cast on with nylon cord”,
set Tension dial to 7 or looser. From the second row, re-
set to normal tension.

Take nylon cord from accessory case.

Lay the centre of nylon cord across the loops, BETWEEN

sinker hooks and needle hooks.

Holding BOTH ENDS TOGETHER

with your left hand, pull them

DOWN FIRMLY.

Nylon cord comes slightly lower

than needle hooks.

Push centre needle and edge
S needles to E position.

Hold nylon cord FIRMLY DOWN, knit 6 rows. Pull and remove

nylon cord from the knitting.

Break waste yarn, attach upper end to rod, pull lower end out

of feeder (.

Thread nylon cord into feeder D) and knit one row to right.
While moving carriage let nylon cord slide through your
fingers so that it can be knitted.

Attach cast on comb through waste knitting.

Thread main yarn (col. 1) through left side upper tension unit
and into feeder (.
Continue knitting.

The bottom edge will have open loops and no closed edge.

18



CLOSED CAST ON BY WINDING

Carriage at right, set neutral.
Thread col. 1 (main yarn) through LEFT side upper tension
unit and attach the end on to the rod.

With straight edge of selector comb bring required needles
from A to E position.

Loop the yarn end round the LEFT end needle in E position,

and continue winding as in diagram.

Take care not to wind too TIGHT or too LOOSE.

NOTE: ALWAYS start winding the yarn on the OPPOSITE
side of carriage. When carriage at RIGHT, start at

LEFT as shown, and when carriage at LEFT start at
RIGHT in clockwise direction.

Thread yarn into feeder (D). Push back all loops against the
sinker hooks. Check the yarn tension. Knit the first few rows
bringing needles to E position each time. Continue knitting.

If you wish, you can start this cast on with waste yarn as
follows:

Using waste yarn cast on with comb or nylon cord (page 16 or
18), and knit 9 rows.

Remove waste yarp from feeder (. Thread nylon cord and
knit one row. Bring all the needles to E position.

Thread col. 1 (main yarn),start winding loops.

Waste knitting makes pinning and ironing easier. Later pull
out nylon cord and waste yarn will be removed from the main
knitting.

NARRRARRENERE RN RN
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CLOSED CAST ON BY CROCHETING

20

Carriage at right, set neutral.

Thread col. 1 (main yarn) through LEFT side upper tension
unit and attach the end on to the rod.

With straight edge of selector comb bring required needles
from A to E position.

Make a loop in the yarn.

Take latch tool and move it up between the 1st and 2nd
needles from LEFT, and insert it into the loop.

Catch the yarn and make a chain round the 1st needle and
pull down the tool.

Move latch tool for one needle towards RIGHT and come up
between the 2nd and 3rd needles. Make a chain round the
2nd needle and pull down the tool.

Continue in this way until you reach the last needle in E
position at right. Bring this needle back to B position, and
place the loop on latch tool on to the last needle.

Bring the needle back to E position.

Thread col. 1 into feeder (D.

Push back all the loops against sinker hooks.

Your crochet cast on is finished.

Knit the first few rows bringing needles to E position each
time, and continue knitting.

You can start this cast on with WASTE YARN as follows:

Cast on with waste yarn using comb or nylon cord (page 16 or
18), and knit 8 rows.

Thread nylon cord and knit one row.

Thread col. 1, start crocheting.



SIMPLE REMOVAL OF THE KNITTING

As explained before there is one easy and simple way to remove the knitting from the machine.

First break the yarn, attach upper end to rod and remove lower end from feeder ().
Hold the knitting and move carriage across the needle bed. Since there is no yarn in feeder (D) the knitting will fall

off the needles automatically.

Use this method of removing the knitting when you knit tension swatches, samples or when you have made a
mistake and need to unravel to start knitting again.

CASTING OFF WITH BIG LOOPS

This method of casting off is used when knitting with thin to medium thick yarns since the last row will be knitted
using a larger Tension setting. So we suggest you to do this cast off when using a yarn that needs Tension 7 or

LESS.

2N ARSI
SIS

Finish knitting with carriage at LEFT.

Let's asume your tension setting is 6. Set Tension to 9, knit
one row. Break yarn BELOW carriage, attach the upper yarn
end to rod.

Insert latch tool into the FIRST stitch at LEFT.
Remove the stitch from needle.

Push the latch tool forward until the stitch is BEHIND the
latch.
Put your forefinger on the latch and hold down on stitch.

Insert latch tool into the 2nd stitch and remove it from needle.

Pull the 2nd stitch through the first one.

Let the 2nd stitch slide behind the latch and hold it down.
Remove the 3rd stitch from its needle and pull it through the
2nd stitch.

Continue this way until the last stitch is on latch tool and
behind the latch.

Pull yarn end through the last stitch, this way you cast off the
last stitch.

NOTE: When you have knitted the last row with the loose
Tension towards LEFT, you must start casting off at
the RIGHT edge. ALWAYS start casting off on the
opposite side of carriage.

It will be easier to cast off if you bring the needles to E
position.

21



TAKING OFF ON WASTE YARN

Many pieces of garments knitted on machine are removed on waste yarn to leave the stitches open for later
work.

As the waste yarn use that of a contrasting colour. This makes it much easier to pick up stitches when doing
finishing work. Also waste yarn should be of similar thickness as of the garment yarn (col. 1). Otherwise the
edges of the last rows will be distorted.

When the knitted piece is finished,break col. 1 and remove
from feeder.

; A Thread waste yarn through upper tension unitand into feeder

Knit approx. 10 rows of waste yarn, and remove waste yarn
from feeder.

Move carriage across the needle bed and the knitting will
come off the needles.

After pressing, fold the waste knitting towards the inside of
the garment or unravel it when you start sewing up.

CASTING OFF — BIND OFF METHOD

This way you can either decrease or cast off stitches.
Start casting off at RIGHT if carriage is at RIGHT, and start at LEFT if carriage is at LEFT.

Assume carriage at right.

Using single transfer tool transfer RIGHT edge stitch to its
adjacent needle at LEFT. Push the needle with two stitches
from B to E position.

Push the needle with two stitches back to D position, the two
stitches must remain behind latch.

The needle latch must be open.

Pull the yarn from carriage and place it from RIGHT to LEFT
across the open needle hook.

Pull the needle back to B position. The yarn has been pulled
through both stitches and has now formed a loop in the
needle hook.

Repeat this until required number of stitches are cast off or
the last stitch at left.

Remove the piece from the machine.

DO NOT PULL THE YARN TOO TIGHT otherwise the width of
your cast off will not correspond to the width of your garment.
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TENSION SWATCH

To knit perfect fitting garments, it is necessary to knit a tension square or swatch to determine the correct stitch
size for the yarn and the pattern you are going to use.

SMALL TEST SAMPLE

You must find the suitable Tension setting before you knit a tension swatch by making test samples as below:
Set Tension dial as you think suitable for the yarn. With the same yarn as for knitting your garment cast on 20 or
30 stitches and knit approx. 20 to 30 rows. >

Feel if the fabric has the right touch. If it is too loose or too tight change the tension setting accordingly and
continue this way until you have found the correct tension setting for the yarn and stitch pattern you wish to knit.

Note tension setting, remove sample from machine and unravel it.

WRONG TENSION SETTING CAUSES: 1 Jamming of carriage
2 Hard knitting
3 Faulty stitch patterns
4 Dropped stitches

KNITTING TENSION SWATCH

Cast on 60 stitches using col. 1 and knit 80 rows.
Remove the swatch from machine.

RESTORING STITCHES

Pull the tension swatch slightly lengthwise, this will close up
the stitches.

Check ironing instructions of yarn before pressing your ten-
sion swatch. Man-made yarns will be distorted under steam
and heat and must NOT be ironed.

When using materials which need pressing such as wool and
wool-blend yarn, place the swatch on the ironing board with
its WRONG side up. If you like you can pin it on to the board.
Do NOT press the iron, JUST LET THE STEAM PENETRATE
THE FABRIC.

It is always a good thing to let the swatch rest for 24 hours
before measuring.

MEASURING TENSION SWATCH

Place the swatch on a table with the RIGHT side up.

Use a ruler or a tape measure across the centre of the swatch,
count the number of stitches within 10 cm.

Place the ruler in the other direction and count the number of
rows within 10 cm.

Make a note of yarn quality used, tension setting, and stitches
and rows to 10 cm.
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