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NAMES OF PARTS
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Turn to right or left to meve ribber sideways.

Tells direction of the racking movement and
the position of rib bed in relation to main

1 Racking Handle
2 Racking Indicator
bed.
3 Half Pitch Lever
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P....Needles on both beds face each other

point to point.

H....Needles on ribber are moved by a

half pitch.

4  Drop Levers
Push down with drop levers on both sides

to lower the ribber.

To raise the ribber, push up the ribber
from its bottom so that the ribber will be

set Up automatically.

5 Stop Pins

Prevents carriage from falling off from the

bed.

6  Setting Screws

In order to attach ribber to main bed.

7 Sinker Hooks

8 Latch Needles
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9 Stopper

When attaching

.. Non-working posi-

tion

.. Working position

.. The needles come

to this position
when doing Simul-
knit.

.. Holding position

for partial knitting

ribber onto main bed,

stopper should touch main bed lightly.



RIB CARRIAGE
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1 Tension Dial 4  Simulknit Lever (S lever)
Regulates the stitch size i.e. higher the Set to S for doing ““Simulknit”’.
number, larger the stitch; lower the number, For ordinary knitting set to “’0"".

smaller the stitch.
5 Partial Knit Lever

2 Centre Lever ) o
Set to “I"" for partial knitting.

Decides selection “TUCK” or "“EMPTY" For ordinary knitting set to “/0".
with E-T levers.
Set it to “EMPTY" except tuck pattern 6 Front Holders

knitting. .
Pull upwards to place carriage on bed or
3 E-T Levers to remove.
EMPTY..Needles in D and E 7 Carriage Guide

TUCK positions are knitted.
To be connected to coupling.

PLAIN. .. Set at Plain knitting or Simulknit.
Needles in B, D and E positions
are knitted.

Coupling
1 Feeder 0

For main yarn (col. 1)

ILA_LL ‘\,:L‘_E_l\ 2 Feeder S
For “Simulknit”
, ( ]_/ S yarn (col. 2) is threaded here.
® / \ ) 3 Simulknit Lever (S lever)

\ Set to S for doing “’Simulknit”.
For ordinary knitting set to "“0".

2 . 3




ACCESSORIES

ﬂ
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1 Cast on Comb (can be separated into two parts)

Used when starting to knit.

2  Cast on Comb Wire long
medium
short
Used with cast on comb when starting to knit.

3 Clamps
To secure main knitter to table.

4  Racking Handle

Moves ribber sideways.

—————%
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6 5  Tension Rod Base

Used to fix upper tension rod to main bed.

6 Screwdriver

Used on setting screws when attaching or
detaching ribber.

~

Spare Latch Needles

e




Large Weights

Hook them all the time at the holes of Cast on
comb in order to obtain smooth knitting
conditions.

Small Weights and Weight Hooks

10

Hook at sides of knitting to prevent edge
stitches from dropping.

Double-Eyed Transfer Tool
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In order to transfer stitches from one bed to
the other.

Pick-up Hook

12

13

To pick up dropped stiches.

Threader

To thread a yarn into feeder.

Selector Comb 2x1

2x2

To select needles.



SETTING UP

Remove main carriage from the bed.

Insert clamp screws into slots of brace on underside of
main knitter.

Slide it upward.()

Tighten screw.(2)

* Slot and a clamp screw should be parallel.

Place main knitter on table.
Tighten clamps to table.

There should not be any gap between clamp and table
edge.

Insert tension rod base into rear of main knitter.

Insert angled end of tension rod into tension rod base.
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Push racking handle into hole at left hand side of ribber,
twisting gently until completely home.

A “click’” will be heard when handle is caught properly.

Set Half pitch lever to P, and Racking indicator to 5.

Loosen setting screws on both sides and remove from
ribber.

Hang the hooks (1) at both ends of ribber to Yarn End
Holders (2) on main bed.

To prevent the needles from being damaged, be sure to set
all needles on both beds to A position.




Holding ribber steady with hand, place left stopper of ribber
to main bed, and tighten setting screw using screwdriver.

* A gap between stopper and the front of the main knitter
will cause improper gauge in knitting or dropping stitches.

While holding ribber, adjust the plate at right side of ribber
so that screw holes are aligned.

Tighten screw placing right stopper of ribber to main bed.

"§ =~ Pull down fixing plates.
Fix them on both sides to table with clamps of main knitter.
Tighten screws.

* Do not force fixing plates towards table.

Set all needles on both main and rib beds to A position.

Set main carriage on main bed.




Raise handle on rib carriage.

Tilt and slide rib carriage in along back rail of bed by fitting
the bottom of carriage, ensuring it doesn't hit stop pin.

Pass the carriage over stop pin, and pull up front holders

on both sides of carriage and fix top of carriage to front
rail.

Place both carriages exactly facing each other.
Loosen two thumb screws of main carriage.

Place two cutouts of coupling into round screws of main

carriage so that two holes ) of coupling will fit to pegs of
main carriage.

Push lightly downwards on coupling to ensure it is
completely in carriage guide of rib carriage.

Tighten thumb screws.

The machine is now ready for use.

* Place paraffin wax on upper tension unit.



BASIC RIB KNITTING
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Method I (with easy cast on)

M 1 Set Half pitch lever and Racking indicator.

Pr‘r‘l’ T H Push back all needles to non-working position. (A
il adt position)
Half pitch lever . . ... P

Racking indicator ... [ 3]
Q L R D Carriages are at right.

2  Set needles at B position as shown.

* End needles ((1) 2)) should be on main bed.
*When more than 180 needles are used, attatch
extension rails.
3 Set carriages (for plain knitting).

T @ ))ﬁ Main...1), @ (PLAIN®), |
L4
=

( Rib ....@
e

'® (0), ®
@) (EMPTY)
I E
(5) ; ' |61 S
&) 0 O 0 2

Set S lever on Coupling to 0.

o)

4  Set tension dials.
(e.g. medium 4ply . . . % )
" * Set upper tension dial between
* Use paraffin wax.

1 " "
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Thread yarn through tension unit.

Slide carriages to right until feeder comes out of bed.
Hold yarn top with left hand, yarn end with right hand.
Pass yarn to the space between carriages, then under
metal pin to feeder 0.

Push yarn end to left so that a ““click’” will be heard
when yarn is caught properly.

*

You can also thread yarn using Threader.
Make sure yarn is caught in the feeder.

*

Holding yarn end by hand or at yarn holder slot (page
51), move carriages to left.
Move carriages slowly, pushing them down.

Pull out wire from cast on comb.

Push up teeth between beds from bottom of machine
through stitches.
Insert wire to hang comb on stitches.

Remove yarn end from yarn holder slot.

Hang weights on comb for balance.

GUIDE TO WIDTH OF KNITTING AND THE WEIGHT
(In close rib with medium 4 ply)

TOTAL NO. OF NO. OF REQUIRED
WORKING NEEDLES WEIGHTS
UP TO 30sts 1
30sts = 60sts 2
60 ~ 90 3
90 ~ 120 4
120 - 150 5
150 -~ 200 6

Number of required weights will be different
according to yarns and stitch patterns.

Carriages are at left.
Re-set carriages.

Main ... @) (EMPTY 4)
Rib .... 2) 3@ (EMPTY)

Knit 3 rows changing both tension dials.
(e.g. mediumdply... 2 2 2)

022
CAST ON is now COMPLETED.
Re-set carriages.

Main ... @) (PLAIN @)
Rib .... 2) (PLAIN)

Continue ribbing.

* Try not to knit knots.



Method II (with tighter edge cast on)
1-3 Follow steps 1—3 of “Method 1"’ (page 10).
@ O 4  Set tension dials.
] ) s ;
|—<| '—[—l et them on both carriages by one number looser
<‘ﬁ ] ® * than shown on table for the first row of ““1x1 rib”.
o D B D ) (e.g. medium 4ply . . . % )
Q O 5  Thread nylon cord into feeder 0 and knit one row to
left.
Remove it from feeder.
6  Hang cast on comb and weights.
@ § ﬁ 7  Pull out all needles on ribber to E position.
D:'|_|'<—>}_I__‘ Ny 8 Re-setrib carriage . . . 1) @) (1)
':> 9  Thread main yarn into feeder 0.
Change tension dial and knit second row to right.
® z g 8 H . Z@
10 Re-set carriages.
@) O Main ... D (EMPTY <)
@ Rib ....21(0)
2 3) @) (EMPTY)
= | i O o
:@.: 0 D @U* D* =1 11 Knit two more rows with the same tension dials.
Q O @ CAST ON is now COMPLETED.
12 Re-set carriages.
Main ... 1) (PLAIN @)
Rib ....(@2) (PLAIN)
© o
o §
l——’ ,——|—‘ N 13 Set tension dials for “1x1 rib”.
<:I ‘ (e.g. medium 4ply . . . 2)
Continue ribbing.
5 080 F
o 14 After completing ribbing, remove cast on comb and
Q O @ weights.
Pull out nylon cord after pressing.
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Method I (easy way)

1

3

4

5
6

7

Half pitch lever . .. .. H

Racking indicator . . .

Carriages are at right.

Set needles as shown.

Set carriages.

.1, @ (PLAIN @), 3
..@ ® (PLAIN), ®(EMPTY)

Main .
Rib .

* For tighter edge cast on, follow steps 4-11 on page 12.

Set tension dials.
(e.g. medium 4ply . . . % )

Thread yarn into feeder 0.

Knit first row to left.
See how vyarn is hooked.

Hang cast on comb and weights so as to be balanced.
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8  Re-set carriages.

Main ... (EMPTY 4)
Rib ....2 ® (EMPTY)

9  Knit 3 rows changing both tensmn dials.

(e.g. medium 4ply . . . g . % -=)

10 Re-set Half pitch lever to P.

Half pitch lever..... P
Racking indicator ... [ §"]

11 Turn racking handle one pitch to left.

Racking indicator . . .

* Check the position of needle.

12 Transfer left end stitch on ribber to left end needle
on main knitter.

13 Push back empty left end needle on ribber to A
position.

CAST ON is now COMPLETED.

14 Re-set carriages.

Main ... 1) (PLAIN @)
Rib ....¢ @) (PLAIN)

Continue ribbing.
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Method II (tighter type)

1 Half pitch lever. . ... H
Racking indicator . . . [5,6]

Carriages are at right.

2 Set needles as shown.

3  Set carriages.

Main... 1), @ (PLAIN @), 3
Rib ....@), ) (PLAIN), ® (EMPTY)

4 Set tension dials.

(e.g. medium 4ply . . . % )

5  Thread yarn into feeder 0.

6 Knit first row to left.

See how yarn is hooked.

Hang cast on comb and weights so as to be balanced.



8  Re-set carriages.

@ ) 5O Main ... D (EMPTY 4)
Rib .... (2 @ (EMPTY)
- I—]CD —
< % 9  Knit 3 rows changing both tension dials
S m— '
(2 i 4 4 4
= Q \2)5* Df LN : (e.g. medium 4ply . . . -1 )
O © 2

10 Turn racking handle one pitch to left.
TH L (454
Half pitch lever ... .. H
! ! ! ! ! ! ! ! Racking indicator . . .
i?ii ’)ii p) ii’)

11 Transfer left end stitch on ribber to left end needle
on main knitter.

12  Push back empty left needle on ribber to A position.

CAST ON is now COMPLETED.

13 Re-set carriages.

Main ... (PLAIN @)
Rib ....2) (PLAIN)

Continue ribbing.
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CLOSE RIB

1 Half pitch lever . .. .. H

Racking indicator . . .
Carriages are at right.

2  Set needles as shown.

! ! ! ! ! ! ! !! ! ! 3 Follow steps 3—9 of “1x1 rib cast on’” on pages
10—11.

10 Knit 3 rows changing both tensi%n dials.

(e.g. medium 4ply . . . % P )

T

11 Carriages are at right.
Re-set carriages.

Main ... ) (PLAIN @)
Rib .... @) (PLAIN)

7

g 3

H B8
@

Continue ribbing.
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CIRCULAR KNITTING
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» Before making a garment, adjust tension dials to be

even stitches on both beds.

* Use two large weights when knitting 50 stitches.

1 Half pitch lever . . ... H
Racking indicator . . . [5,6]

2  Set needles as shown.

3  Set carriages.

Main...1),2 (PLAIN®), 3
Rib ....@ ®) (PLAIN)®) (EMPTY)

Carriages are at right.
4 Set tension dials.
: 5
(e.g. medium 4ply . . .5.2)

5  Thread waste yarn into feeder 0.

6  Slide carriages to left.

7  Hang cast on comb and weights so as to be balanced.

8  Re-set carriages.

Main ... (1) (EMPTY «)
Rib ....2) 3)(EMPTY)

9  Work several rows of waste knitting.

Two strokes make one row of circular knitting.
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10 Carriages are at right.
Knit two rows with nylon cord.
Unthread nylon cord.

*|f the end stitches come up while knitting, hang
small weights.

*To get circular knitting with closed edge on both sides,
do the waste knittings at the beginning and the last.

11 Thread main yarn through paraffin wax and then to
the yarn feeder.

12 For crocheting edge, allow about three times as much

yarn end as the width of knitting.
Knit required rows.

13  Allow about three times as much yarn end as the width
of knitting to finish.
Remove main yarn.

14 Thread waste yarn.
Work several rows of waste knitting.

Remove the knitting from the machine.

Crochet both edges.

15 Remove waste knitting.



PATTERN RIB

SINGLE FISHERMAN'S RIB

1

g'?gy e R WE R L S 1 Caston.
- B Al 5 £ # g & L% #
F 9 ¢ ¥ ¢ si i 4 42 f "i 1 Follow steps 1—10 of ““1x1 rib cast on” on p.10—11.
?“* ¥ w % b s £4% $§18.4
P T : AR N7 3
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8 315 0 M. Er e w
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11 Re-set carriages.
© O Main ... @ (PLAIN @)
Rib .... 3@ @) (TUCK)
v
=D
l‘ | Y? 12 Set tension dials one number tighter on rib carriage.
< ' (e.g. medium 4ply . . . % )
= K 13 Continue ribbing.
§ O ® b
: * Hang small weights if end stitches come up.
DOUBLE FISHERMAN'S RIB
3 B E- T F. 8" F9 §F.¥2 1 Caston.
v ¥ ¥
- g = ¥ : ¥ . 1.9 :
TV .. &Y. & % .. 8 Follow steps 1—10 of ““1x1 rib cast on”” on p.10—11.
P29 .9 §°¢ ¥F.9.%_ %03
F .2+ .9 $' ¢ 2. 9. %. % . .3
SHERER RSN SR
A B B R SR B AR BN A
L ? ; b
L I 3 1 5 g ¢
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¢ . - v
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11 Re-set carriages.

Main ... 1) (TUCK «)
Rib .... @) 3)(TUCK)

12 Set tension dials.
(e.g. medium 4ply . . .

wl|w

13 Continue ribbing.
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RIPPLING

L N i LN % i CHEE N T, 1 Cast on.
e 0 G o L B T AT Follow steps 1—10 of “1x1 rib cast on”” on p.10—11.
N - » » . * Y ~ » -
o W f & w & % v

- > * " * * * O . .

.. % ¢ .9 . 5 & ¥

- & ¥ L % . > »
[ 3 o - - w3 - - W & - ol
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11 Re-set carriages.
T™H L 4:5:6.7 R )
iLs Main. .. @ (PLAIN @)

Rib .... 3)@)(TUCK)

(medium 4 ply . . . %—)

13 Re-set the lever.

/© @ & 12 Set tension dials.
iy
=N
2

Half pitch lever .. ... H

4 O ® ;
Racking indicator . . .

14 Knit 2 rows.
Carriages are at right.

15 Turn Racking handle one pitch to right.

Racking indicator . . .

&— .
6:7- s 16 Knit 2 rows.
— QLR e

17 Turn Racking handle one pitch to left.

18 Repeat above steps 14—17.




SWINGING RIB

L(0 7R

T
')2]?7”)7]]’)

W iij

©
Eﬁ%—mg}%
ed [ B [ He

<ILRD'

*Keep pushing some needles on both
ends of main knitter to E position in
every row.

1 Half pitch lever..... P
Racking indicator . .. [I]

2 Follow steps 2—10 of ““1x1 rib cast on”” on p.10—11.

11 Transfer all stitches on ribber to main bed
using double-eyed transfer tool. (page 49)

12 Re-set the lever.
Half pitch lever..... H

13 Set needle as shown.

14 Pick up loops from main bed and place them

on to selected needles on ribber.

15 Carriages are at right.
Re-set carriages (for plain knitting).

Main. .. @ (PLAIN €)
Rib .... 2 (PLAIN), 3 (0)

16 Set tension dials two numbers tighter on

carriage.

(e.g. medium4ply ... 2)

wje

17  Knit one row.
Carriages are at left.

18  Turn racking handle one pitch to right.

19  Knit one row to right.
Turn racking handle one pitch to right.

rib

20 Keep turning racking handle by one pitch par one

row until racking indicator shows [10; .

* Transfer stitches on ribber to main bed when they
come out of knitted fabric. Bring the empty needle

to A position.

* At the same time, keep pushing out needles of
ribber on the other end to B position to complete

pattern.

21 Continue knitting turning racking handle from

back to .

22 Repeat above steps 17 to 21.
= 9Pzs



CABLE KNITTING

2% | ?‘Qi 1 Caston.
Ay ¥
i Follow steps 1—10 of ““1x1 rib cast on” on p.10—11.
2(

11 Transfer stitches with double-eyed transfer tool and

J J J J re-set needles as shown.
(How to use double-eyed transfer tool, p. 49)
* Push back all empty needles to A position.
ﬂ“i 1’)”)77‘2’)9
12 Re-set carriages. (for plain knitting)
q©> @ Main ... (U (PLAIN €»)

e T Rib .... 2 (PLAIN), @) (0)
3o B H D* 0

@
Q O i 14 Knit required number of rows.
(e.g. 10 rows)

o)

-

13 Set tension dials. 9
(e.g. Medium 8ply . . . 5)

v b4
@

15 Transfer 6 stitches on to 16 Hook 3 stitches on right 17 Push those 6 needles out
two transfer tools with 3 tool on to left 3 empty to E position.
stitches in each. needles, and 3 stitches on 18 Repeat steps 14 to 17.

left tool on to right needles.




TUCK PATTERN RIB

1 Cast on.

Follow steps 1—10 of ““1x1 rib cast on’” on p.10—11.

b ‘
-

o
11 Transfer stitches and re-set needles as shown,

using double-eyed transfer tool.

RUNUN :
* Push back all empty needles to A position.
2iii]i)12i2

12 Re-set carriages (for plain knitting).

Main...® (PLAIN@®)
Rib ....2) (PLAIN)

13 Set tension dials two numbers tighter on rib carriage.
(e.g. medium 4ply . . . -3—)

14 Knit 2 rows.

Q==
SE 4 D

15 Re-set rib carriage .. (1) 2) 3)(TUCK)

16 Knit 4 rows.

17 Repeat above steps 12—16.

i
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