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IMPORTANT SAFETY INSTRUCTIONS

* Never operate this appliance if it has a damaged Cable.

* An appliance should never be left unattended when the Electronic Box (CB-1/DB-1) is switched on.

* Never plug in the MD Cable to connect the Changer and the Electronic Box with wet hands.

* When you connect the MD Cable, turn the power off and connect it to the Colour Changer and then the machine.
When you disconnect the MD Cable, turn the power off and disconnect it from the machine and then the Changer.
Connecting/disconnecting the MD Cable when the power switch is on could cause electrical shock or damage the machine.

* Fasten the MD Cable with the Cable Binder around the Changer Arm so that the Carriages will not touch the Cable.

* When you use the Sinker Plate Assembly, remove the Changer Arm to prevent damage. Touching the Changer Arm and the
Sinker Plate will cause damage. (See page 5 of this manual.)

* Securely fasten the Setting Knob to prevent the Colour Changer from dropping off .

• THANK YOU FOR CHOSING OUR COLOUR CHANGER.

. To fully enjoy all the features incorporated, however, we suggest that you study this booklet.

. You can change the yarns automatically when connecting this Colour Changer with the Electronic Box (CB-1/DB-1 ).

When you use this Colour Changer with other knitting machines, push the Changer Buttons to manually change the yarns.
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~ : working position
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[ How to set]
.Set up two parts on your ribbing attachment according to the fol!owing instructions:

+HOWTO SET THE KRC YARN FEEDER

(1) Loosen two screws by the accessary Spanner or a coin and remove the Yarn Feeder
from the Connecting Arm.
*When you are through with the Colour Changer, put the Yarn Feeder back to the

Connecting Arm.

KRC Yarn Feeder
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(2) Set the KRC Yarn Feeder to the Connecting Arm as shown in the figure. Then,
fasten the screws.
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+HOW TO SET THE PLATE FOR MAGNET
(1) Turn over the Connecting Arm with the KRC Yarn Feeder.

The Plate for Magnet is for only covering a left Magnet with a brush.

(2) Slide the Plate for Magnet onto the left Magnet from the edge until it fits with the margnet perfectly.
*The Plate for Magnet fits by a magnetic. So, remove the Plate for Magnet when you do not use the Colour Changer.

Plate for Magnet ~\ \ ~Magnet (L)

• After setting up the ribber attachment to the knitter, set up the Colour Changer.

Setting Knob

(1) Loosen the Setting Knob as much as possible until the Connecting Clamp opens
fully.

(2) Push the projecting part of the Connecting Plate against the end of the Felt Bar and
insert it as far as possible.

(3) Press the Setting Arm to the knitter, fasten the Setting Knob.
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Yarn Tension
Plate

MD Cable

(4) Insert the Yarn Tension Rod into the hole at the rear of the machine.
Insert the Yarn Tension Plate into the Yarn Tension Rod.

:>.<: Set up the Rod and Plate securely.
:>.<: The Yarn Tension Unit that comes with the knitting machine is not used.

(5) Open the Front Yarn Guide in the direction of the arrow.

(6) Turn the Take-up Spring until it clicks.

(7) Insert the Yarn Tension Unit into the Stud on the Yarn Tension Plate.
:>.<: When you set up the Changer with a bulky machine, insert the middle and left

Yarn Tension Units.

(8) Set the Rear Yarn Guide on the Tension Stand.

(9) When using a 4.5mm Pitch Machine, set the Extension Rails into the machine.

(10) Turn off the power of the Electronic Box (CB-1/DB-1).
Hold the end of the MD Cable with the Cable Binder.

With the arrow mark facing you, insert it into the jack on the Changer.
NOTE:

Do not insert or remove the MD Cable to/from the machine with the power switch
on.

Do not connect the MD Cable with the machine when you are changing the yarns
manually.

(11) Place the MD Cable behind the knitting machine. Fasten the MD Cable around the
Setting Arm with Cable Binder so that the Carriage will not touch the Cable.
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ArrowMark

___________ MD Cable

(12) Insert the other end of the MD Cable into the jack at the right end of the machine,
matching both arrow marks.

• The figure shows the Colour Changer set up on the machine.

+If the Changer Button No. appears illegible when changing the yarns manually ...

1. Wipe the Changer Buttons with a dry cloth.

2. Remove each Sticker from the paper with clean hands, and put it on the
corresponding Changer Button as shown in the figure.

Button No. Sticker

* Do not use alcohol, benzine, thinner or petrol when you wipe the Colour Changer.

* Make sure the Stickers are placed in the concavities on the Buttons. If the Stickers are not in proper position, the Buttons may not
work correctly.



[ How to take off ]

(1) Turn off power. Remove the Cable Binder from the Setting Arm and disconnect the MD Cable from the knitter and then from the
Changer.
NOTE:

Connecting/disconnecting the MD Cable when the power switch is on will cause electrical shock or damage the machine.

Setting
Knob

(2) Push the Release Button to return the Yarn Hook to resting position. Loosen the
Setting Knob on the Setting Arm. While lifting up the Setting Arm on the side of the
Setting Knob, pullout the Setting Arm.

(3) After the Setting Arm is released, push the Felt Bar back which has been pushed out
on the right side of the knitter.

(4) Press down the Front Yarn Guide on the knitter and then remove the Yarn Tension
Unit.

o
o

• Contain the Colour Changer set as shown above.
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[ How to knit Multi-colour Rib ]
• Knitting Multi-colour Rib without yarn floats.

· Use the Fine Knitting Bar.
· When you knit 3/4 colours in a row pattern, we recommend you to use the 1/1 needle selection on the ribber.

~ When you pattern knit in 1/1 needle selection, refer to "How to knit Multi-colour Rib" in the instruction manual of the ribber.
· APPROXIMATE TENSION CHART

~ When kniting 3/4 colours in a row pattern, set the Tension Dial on the ribber to the smaller number than the knitter.

~ Very fine
FineMediumThickVery Thick

Machine 4.5 mm Pitch
2-33-4---

9 mm Pitch

--1-22~33-4

~ When using the Colour Changer on a 4.5 mm Machine, 5 needles at the Changer side may not work correctly or 3 needles on a 9
mm Machine. Do not place those needles into working position.

({ Automatic yarn changing »

~ All yarns can be changed automatically by transferring the memo data information from the Electronic Box (CB-1/DB-1).

• Personally created patterns with 3/4 colours or pattern No.479-483 in Stitch World III

6

• Let's try to knit three-colours in a row using six yarns.
Create a new pattern in the figure following the steps of example 6 on page 51 of
the KH manual.
The numbers used in pattern creation are equivalent to yarn numbers on the
Colour Changer.

............BIll•..• :..: ...•...~~~..:.~. ...",

........••__oT .'. .•- • Turn on (MC RIB) and (DOUBLE LENGTH) in PATTERN VARIATION.
Follow the steps of example 1 on page 47 to program the pattern in all-over
patterning.
Prepare six very fine yarns .

4.5 mm Pitch knitter (1) Set the knitter and ribber as shown in the figure.Turn off the power switch.
Set the Operation Lever on the Colour Changer to "." (non-working position).

[~I

/

~~~~~~~~~~ /Gate ~i~i~ing Bar

IIHIHIII ; Pegs ~L:ft end needle / /)
b purl; KHmust e ;

needle. ; KRI

(2) Insert the Fine Knitting Bar behind the Gate Pegs on the knitter, so that it slips
slightly underneath the needle bed.
Aline both plain and purl needles in B position. (Bring forward a purl needle so that
the left end needle is a purl needle and right end is a plain needle. Use even number
of needles on the ribber.) After operating the Carriages two or three times, place the
Carriages on the right side.
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NO.6 No.4 NO.3 NO.1

(.y".J NO.2
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t n n n

f ~~======~~Iace the yarnsI E KR at this side.

(3) Thread the yarn for yarn NO.1 through the right Yarn Tension Unit, and hook the end
of the yarn on the Yarn Clip.
Thread five other yarns through the Yarn Tension Unit in the same manner.

* Thread the yarns through the Rear Yarn Guide as shown in the figure.

(4) Remove the ends of the left five yarns from the Yarn Clip, and tie five yarns together
Pass them between the Gate Pegs.
Hold the ends of the yarn with the Yarn Rest on the lower portion of the ribber.

(5) Set Changer Button NO.6 to working position by pushing it and hook the left end
yarn onto the Yarn Hook. By pushing Changer Button NO.5 the Yarn Hook NO.6 will
return to the resting position.
Continue for Yarn Hook No.5, 4, 3 and 2. Push the Release Button so that all
Buttons will return to the resting position.* Please be careful not to cross the yarns.

(6) Leave the right end yarn in the Yarn Clip. Place the other yarns on the Yarn Guide of
the Changer as shown in the figure.
Turn the power on, and push .,J Key to load the stop screen.
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(7) Remove the right end yarn from the Yarn Clip and thread it into the Yarn Feeder.* Make sure that the yarn is not caught on the Gate Pegs or other parts of the
machine.

(8) While holding the yarn end, move the Carriages to the other side to cast on. Hang
the Cast-on Comb and Weights.
You can make a Full Needle rib with Yarn No.1 (right end yarn) by moving the
Carriages.

(9) Knit a few rows ending with the Carriages outside the right Position Sensor. Set the
Change Knob to KCI!.
* If the yarn slackens, pull it back on the Rear Yarn Guide.

(10) Push the Changer Button No.1, the Yarn Hook will come up. Turn the Operation
Lever to "~" (working position).

(11) Move the Carriages towards the Colour Changer until you hear a click.
(The needles on the knitter are selected.)
The Yarn Hook No.1 will catch the yarn and the Yarn Hook of number shown on the
Display will come up.

(12) Set the Carriages of the knitter and ribber as shown in the figure.
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