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Insteuctions for Opecafing ‘

GEARHART’S

'KNI-T TING MA CH[NE‘*'

‘_ Special Work and Family Outfit 3
| AND ALL STANDARD MACHINES ;

SOLD IN ALL COUNTRIES

2
NEW EDITION ENTIRELY RE-WRITTEN

Price by Mail S ; : 5 . 50 Cents
%

GEARHART KNITTING ﬁACHINE CO.
CLEARFIELD, PA., U. S. A. "

© Nov 1, 1922, G. K. M. CO.
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STUDY THIS ILLUSTRATION

> LEARN THE NAMES OF ALL PARTS

A —Frame
D—Gear Wheel
G—Brass Cam Nut
J—Yarn Guide
M—Yarn Bobbin
P—_Needle Band
S—Ribber Post
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B—Crown Wheel
E—Cam

H—Thread Carrier
K—QGuide Standard
N——Take;up Spring
Q—Ribber Plate
T—Any Screw
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C—Cam Ring
F—Cam Spring
I—Machine Latch
L—Crank Handle
O0—Cylinder
R—Ribber Dial
X—Qravity Weight

Read over the instructions carefully under each heading before

attempting the work the heading implies.

The tension is set ready for learning. Learn plain knitting
tirst. » Hold the work well down by hand in addition to weights

provided.



SECTION 1.
INSTRUCTIONS FOR USING.

THE GEARHART KNITTER

Read the First 4 Paragraphs before starting to Work the
Machine and LEARN THE PLAIN KNITTING FIRST

1. UNPACKING MACHINE.—The greatest care must be ex-
ercised in doing this, so as not to damage any of the parts, particular.
ly the needles, nor to disturb the work which 1s on the machine. A
little care here will save you trouble later on.

(a) Remove the Machine from the box by taking out the cross
piece and loosening the'thumb screw which holds the machine to the
bottom of the box. Fasten the Machine firmly to a solid support, a
table, bench or window sill, by means of the clamp thumb screw.

(b) Put on the Gear wheel with the Crank handle up, and the
Carrier directly in front of the Machine, as when unpacked, and is
shown in illustration. The Gear wheel is held in position by the screw
and washer at (D).

(c) Screw the upright Standard (K) for Yarn Guide into back
part of Frame, Slip the wire loop first, then the Gravity Weight
(X) down over the end of the Standard, and screw the Yarn Guide
(J) on top the Standard so it will appear as shown in Fig. (1).

(d) Placethe wooden Bobbin (M) with the yarn on the post at the
back of the Machine, Don’t use heavier yarn than that which comes
with Machine. Pass the end of the yarn through the hole in the guide
at (1). See Fig. (1). Through the hole at (2), under the wire
loop at (3), down through the hole at (4). Leave the Take-up Spring
(N), free; IT IS ONLY USED WHEN KNITTING BACKWARD

AND FORWARD FOR HEEL AND TOE.
: (e) See that a stitch is on each cylinder needle. If any have
come off by accident, they should be replaced at once by means of the
Work Hook or an extra needle. To knit THERE MUST BE A DIS-
TINCT AND SEPARATE LLOOP AROUND EACH NEEDLE,—al-
ways observe this. ONE loop must not be taken around TWO needles

2. IMPORTANT—EVERY MACHINE IS CAREFULLY
TESTED BEFORE BEING SENT OUT, AND THE TENSION OR
CAM (E) CORRECTLY SET FOR USING THE YARN SENT
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